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8 Counting scales /  
 Counting systems 
KERN Model Page

CXB  Entry level model in professional counting, also with  
EC-Type Approval [M], counting resolution of 30,000 pt 78

CPB  The economical model, also with EC-Type Approval [M],  
counting resolution of 60,000 pt 79

CFS  Professional counting scale with 100 item memories and  
second balance interface, counting resolution up to 75,000 pt 80

CKE Easy to use, self-explanatory counting balance  
 with laboratory accuracy, counting resolution up to  
 361,000 points  81

CDS  Easy to use industrial counting scale for heavy loads,  
counting resolution up to 300,000 points 82

CCS  Counting the smallest parts in the largest quantities,    
counting resolution from 300,000 pt 83

Counting, doing it right ! 

In order to be able to count correctly, you must take a few parameters
into account when you first start to consider selecting a counting scale.

Smallest part weight „PW min“
This is the smallest piece weight the scale will accept for piece counting 
and displaying piece count. In practice, however, depending on the re-
quired accuracy, using higher numbers of parts is recommended for the 
smallest counted parts, see „Smallest reference weight“.

Counting resolution
Describes the maximum quantity which can be counted with a coun-
ting accuracy of 1%, with the minimum variation of item weights and a  
sufficiently large reference quantity (20 pieces with counting resolution 
≤ 60,000 points, 50 pieces from 60,000 - 150,000 points, 100 pieces  
≥ 150,000 points). This is therefore a measure of the quality of the coun-
ting scale.

Recommended reference quantity
The weight tolerances of the pieces to be counted are the largest sour-
ces of error when counting. Therefore, at the start of every counting 
procedure, establish an average weight, the so-called reference weight, 
by placing several pieces on the scale, the so-called reference quantity.

Usually this would be:
 5 pieces >> often sufficient
 10 pieces >> common practise
 20+ pieces >> with large range of piece weights

The „automatic reference optimisation“ function increases
the reference quantity in levels, whereby the average piece weight is 
optimised step by step. This contributes considerably to the accuracy of 
the subsequent counting processes.

Smallest reference weight
Without automatic reference optimisation:
5 x PW min >> for low level requirements
10 x PW min >> common practise
20+ x PW min >>  recommended value with large  

range of piece weights

With automatic reference optimisation:
2 x PW min >> generally sufficient

Which counting scale for which application?

Simple counting scale 
with self-explanatory user guidance on the keyboard. The graphics con-
trol panel enables you to start working immediately, without having to 
study the user manual. Easy handling, value for money.

Professional counting scale
with 3 separate displays for reference weight (average weight of the  
pieces), total weight of all pieces and total piece count of all pieces. Inte-
grated memories are very useful, e.g. for container weight, item number, 
reference weight as well as audible and visual counting assistance and 
an alphanumeric key pad for easy data entry.

A special tip for counting large quantities: Counting systems
The weighing ranges of bench counting scales are often not sufficient 
to count large quantities, units, items on pallets, etc. This is where high-
performance counting systems come into their own, as these combine a 
high-precision reference balance with a high-capacity bulk scale.  
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0,01 g 2,01 kg 0,01 g 201.000 CKE 2000-2 350,- 81 1 ■ ■ ■ □
0,01 g 3,61 kg 0,01 g 361.000 CKE 3600-2 370,- 81 1 ■ ■ ■ □
0,02 g 6,1 kg 0,02 g 305.000 CKE 6K0.02 430,- 81 1 ■ ■ ■ □ □
0,05 g 8,1 kg 0,05 g 162.000 CDS 8K0.05 460,- 82 1 ■ ■ ■ □
0,05 g 8,1 kg 0,05 g 162.000 CKE 8K0.05 400,- 81 1 ■ ■ ■ □ □
0,05 g 15,1 kg 0,05 g 302.000 CDS 15K0.05 490,- 82 1 ■ ■ ■ □
0,05 g 16,1 kg 0,05 g 322.000 CKE 16K0.05 430,- 81 1 ■ ■ ■ □ □

0,1 g 6 kg 0,1 g 60.000 CFS 6K0.1 290,- 80 1 ■ ■ ■ □
0,1 g 16,1 kg 0,1 g 161.000 CDS 16K0.1 460,- 82 1 ■ ■ ■ □ □
0,1 g 16,1 kg 0,1 g 161.000 CKE 16K0.1 400,- 81 1 ■ ■ ■ □ □
0,1 g 30,1 kg 0,1 g 301.000 CDS 30K0.1 560,- 82 1 ■ ■ ■ □
0,1 g 30,1 kg 0,1 g 301.000 CDS 30K0.1L 590,- 82 1 ■ ■ ■ □
0,1 g 36,1 kg 0,1 g 361.000 CKE 36K0.1 450,- 81 1 ■ ■ ■ □ □
0,2 g 3 kg 0,1 g 30.000 CXB 3K0.2 200,- 78 1 ■ ■ ■
0,2 g 6 kg 0,1 g 60.000 CPB 6K0.2 200,- 79 1 ■ ■ ■ □
0,2 g 15 kg 0,2 g 75.000 CFS 15K0.2 290,- 80 1 ■ ■ ■ □
0,2 g 36,1 kg 0,2 g 180.500 CDS 36K0.2L 590,- 82 1 ■ ■ ■ □ □
0,2 g 60,1 kg 0,2 g 300.500 CDS 60K0.2 660,- 82 1 ■ ■ ■ □
0,2 g 65,1 kg 0,2 g 325.500 CKE 65K0.2 450,- 81 1 ■ ■ ■ □ □
0,5 g 6 kg 0,2 g 30.000 CXB 6K0.5 200,- 78 1 ■ ■ ■
0,5 g 15 kg 0,25 g 60.000 CPB 15K0.5 200,- 79 1 ■ ■ ■ □
0,5 g 30 kg 0,5 g 60.000 CFS 30K0.5 290,- 80 1 ■ ■ ■ □
0,5 g 65,1 kg 0,5 g 130.200 CKE 65K0.5 420,- 81 1 ■ ■ ■ □ □
0,5 g 101 kg 0,5 g 202.000 CDS 100K0.5 660,- 82 1 ■ ■ ■ □

1 g 3 kg 0,1 g 30.000 CXB 3K1M 215,- 78 1 ■ ■ ■ ■
1 g 15 kg 0,1 g 30.000 CXB 15K1 200,- 78 1 ■ ■ ■
1 g 30 kg 0,5 g 60.000 CPB 30K1 200,- 79 1 ■ ■ ■ □
2 g 6 kg 0,2 g 30.000 CXB 6K2M 215,- 78 1 ■ ■ ■ ■
2 g 6 kg 0,1 g 60.000 CPB 6K2M 200,- 79 1 ■ ■ ■ ■ □
2 g 30 kg 1 g 30.000 CXB 30K2 200,- 78 1 ■ ■ ■
5 g 15 kg 0,5 g 30.000 CXB 15K5M 215,- 78 1 ■ ■ ■ ■
5 g 15 kg 0,25 g 60.000 CPB 15K5M 200,- 79 1 ■ ■ ■ ■ □

10 g 30 kg 1 g 30.000 CXB 30K10M 215,- 78 1 ■ ■ ■ ■
10 g 30 kg 0,5 g 60.000 CPB 30K10M 200,- 79 1 ■ ■ ■ ■ □

Counting scales / Counting systems

Read-out
 
 
d

Weighing 
range
 
Max

Min. piece
weight at
piece count 
TG min

Counting 
resolution
 
Pkt

Model 
 
 
KERN

Price € 
excl. VAT
ex works

Page

ready for 
shipping For an explanation of the symbols, see the flap of the envelope

Counting scales / Counting systems

Quick-Finder  = Standard  = Option
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 KERN  €  KERN  €
CXB 3K0.2 3 0,2 – – 0,2 0,1 200,-  – – 963-127 65,-
CXB 6K0.5 6 0,5 – – 0,5 0,2 200,-  – – 963-128 80,-
CXB 15K1 15 1 – – 1 0,5 200,-  – – 963-128 80,-
CXB 30K2 30 2 – – 2 1 200,-  – – 963-128 80,-

CXB 3K1M 3 1 1 20 1 0,1 215,-  965-227 50,- 963-127 65,-
CXB 6K2M 6 2 2 40 2 0,2 215,-  965-228 50,- 963-128 80,-
CXB 15K5M 15 5 5 100 5 0,5 215,-  965-228 50,- 963-128 80,-
CXB 30K10M 30 10 10 200 10 1 215,-  965-228 50,- 963-128 80,-

Counting scales / Counting systems

STANDARD                STANDARD          OPTION        FACTORY   

  

                                 
Model 
 
 KERN

Weighing range [Max] kg

Read- out [d] g

Verific. value [e] g

Minimum load [Min] g

Repro- duci- bility g

Min. piece weight [PW min] g/piece

Price excl. of VAT ex works €

Options
Verification DKD Calibr. Certificate

Note: For applications that require verification, please order verification at the same time, initial verification at a later date is not possible. Verification at the factory, we need to know the full address of the location of use.

For more information, please visit www.kern-sohn.com/en/CXB · Order hotline +49-(0)7433-9933-0

Counting scale KERN CXB

Entry level model in professional counting, also with  
EC-Type Approval [M], counting resolution of 30,000 Pt
Features

•	Precise counting: The automatic optimisation 
of reference weight gradually improves the 
average value of the piece weight

•	Programmable using numerical key pad:
- known reference weight
- required reference quantity

•	Audible Fill-to-target: target quantity or 
target weight can be programmed. When the 
target value is reached, a signal will sound

•	Counting results memory: adds up all indi-
vidual counting operations, result is shown in 
total weight and total pieces

•	Energy management: Backlight turns off 
after 5 sec

•	Soil-resistant construction with water 
channels at the edge of the housing and 
sealing rings over the upper housing inlets

•	PRE-TARE function for manual subtraction 
of a known container weight, which can be 
saved

Technical data

•	Large backlit LCD displays, digit height 18 mm
•	Dimensions of weighing plate  

(stainless steel) WxD 300x225 mm

•	Overall dimensions WxDxH 300x330x110 mm
•	Rechargeable battery pack internal, standard, 

operating time approx. 200 h, charging time ap-
prox. 8 h, Charge condition indicator on display

•	Net weight approx. 4 kg
•	Permissible ambient temperature 

-10°C / 40°C

Options

•	Protective working cover over keyboard 
and housing, standard, can be reordered, 
KERN CXB-A01, € 25,-

Price reduction
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 KERN €  KERN €
CPB 6K0.1N 6 0,1 – – 0,1 200,- – – 963-128 80,-
CPB 15K0.2N 15 0,2 – – 0,2 200,- – – 963-128 80,-
CPB 30K0.5N 30 0,5 – – 0,5 200,- – – 963-128 80,-

CPB 6K1DM 3 | 6 1 | 2 1 | 2 20 0,1 200,- 965-228 50,- 963-128 80,-
CPB 15K2DM   6 | 15 2 | 5 2 | 5 40 0,2 200,- 965-228 50,- 963-128 80,-
CPB 30K5DM 15 | 30   5 | 10   5 | 10 100 0,5 200,- 965-228 50,- 963-128 80,-

Counting scales / Counting systems

STANDARD                OPTION        STANDARD          OPTION        FACTORY   

    

                                      
only CPB-
DM   

Model 
 
 KERN

Weighing range [Max] kg

Read- out [d] g

Verific. value [e] g

Minimum load [Min] g

Min. piece weight [PW min] g/piece

Price excl. of VAT ex works €

Options
Verification DKD Calibr. Certificate

Note: For applications that require verification, please order verification at the same time, initial verification at a later date is not possible. Verification at the factory, we need to know the full address of the location of use.

For more information, please visit www.kern-sohn.com/en/CPB · Order hotline +49-(0)7433-9933-0

Counting scale KERN CPB

The economical model, also with EC-Type Approval [M], 
counting resolution up to 75,000 Pt

Price reduction

Features

•	Precise counting: The automatic optimisation 
of reference weight gradually improves the 
average value of the piece weight

•	Programmable using numerical key pad:
- required reference quantity
- known reference weight

•	Target piece input check-weighing with an 
audible signal

•	Counting results memory: adds up all  
individual counting operations, result is 
shown in total weight and total pieces

•	Audible Fill-to-target: target quantity or 
target weight can be programmed. When the 
target value is reached, a signal will sound

•	 1  High mobility: thanks to battery operati-
on (optional), compact, flat construction and 
low weight, it is suitable for use in several 
locations (production, warehouse, dispatch 
department,...)

Technical data

•	Large LCD display, digit height 20 mm
•	Dimensions of weighing plate  

(stainless steel) WxD 294x225 mm
•	Overall dimensions WxDxH 320x350x125 mm
•	Net weight approx. 3,9 kg
•	Permissible ambient temperature 0°C / 40°C

Options

•	Protective working cover,  
KERN CFS-A02, € 25,-

•	Rechargeable battery pack internal, 
operating time approx. 90 h, charging time 
approx. 14 h, KERN GAB-A04, € 40,-

•	Matrix needle printer,  
KERN 911-013, € 330,-

•	Thermal printer, KERN YKB-01N, € 240,-
 
For additional information on the printers  
see page 124
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 KERN  €
CFS 6K0.1 6 0,1 0,1 ± 0,2 0,1 290,- 963-128 80,-
CFS 15K0.2 15 0,2 0,2 ± 0,4 0,2 290,- 963-128 80,-
CFS 30K0.5 30 0,5 0,5 ± 1 0,5 290,- 963-128 80,-

1

Counting scales / Counting systems

STANDARD                      OPTION        STANDARD          OPTION   

  

                                       
Model 
 
 KERN

Weighing range [Max] kg

Read- out [d] g

Repro- duci- bility g

Linea- rity 
 g

Min. piece weight [PW min] g/piece

Price excl. of VAT ex works €

Option DKD Calibr. Certificate

For more information, please visit www.kern-sohn.com/en/CFS · Order hotline +49-(0)7433-9933-0

Counting scale KERN CFS

Professional counting scale with 100 item memories and 
second balance interface, counting resolution up to 75,000 pt
Features

•	Memory (PLU) for 100 items with additional 
text, reference weight and tare weight, e.g. 
of a container

•	Weighing with tolerance range (checkweig-
hing), ideal for portion division, dispensing, 
grading

•	Programmable using numerical key pad:
- required reference quantity
- known reference weight

•	Fill-to-target function: Programmable 
target weight. An acoustic and visual signal 
will be displayed when the target value is 
reached

•	Precise counting: The automatic optimisa-
tion of reference weight gradually improves 
the average value of the piece weight

•	Interface for second balance to construct 
a high-resolution counting system, e.g. with 
weighing bridges KFP V20 (see page 108)

Technical data

•	Large backlit LCD displays, digit height  
20 mm

•	Dimensions of weighing plate WxD 294x225 mm
•	Overall dimensions WxDxH 320x350x125 mm
•	Net weight approx. 3,8 kg
•	Permissible ambient temperature 0°C / 40°C

Options

•	2  Signal lamp for visual support of  
checkweighing procedures, must be ordered 
at purchase, KERN CFS-A03, € 250,-

•	Rechargeable battery pack internal,  
operating time approx. 60 h, charging  
time approx. 14 h, KERN GAB-A04, € 40,-

•	Protective working cover over keyboard 
and housing standard, can be reordered, 
KERN CFS-A02, € 25,-

•	Matrix needle printer,  
KERN 911-013, € 330,-

•	Thermal printer, KERN YKB-01N, € 240,-

For additional information on the printers  
see page 124
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 KERN  €
CKE 2000-2 2,01 0,01 0,01 201.000 A 350,- 963-127 65,-
CKE 3600-2 3,61 0,01 0,01 361.000 A 370,- 963-127 65,-
CKE 6K0.02 6,1 0,02 0,02 305.000 B 430,- 963-128 80,-
CKE 8K0.05 8,1 0,05 0,05 162.000 B 400,- 963-128 80,-
CKE 16K0.05 16,1 0,05 0,05 322.000 B 430,- 963-128 80,-
CKE 16K0.1 16,1 0,1 0,1 161.000 B 400,- 963-128 80,-
CKE 36K0.1 36,1 0,1 0,1 361.000 B 450,- 963-128 80,-
CKE 65K0.2 65,1 0,2 0,2 325.500 B 450,- 963-129 95,-
CKE 65K0.5 65,1 0,5 0,5 130.000 B 420,- 963-129 95,-

Counting scales / Counting systems

STANDARD                    OPTION        STANDARD          OPTION   

  

                                     
Model 
 
 KERN

Weighing range 
 [Max] kg

Readout 
 [d] g

Min. piece weight [PW min] g/piece

Counting resolution 
 Points

Weighing plate 
 
 

Price excl. of VAT ex works €

Option DKD Calibr. Certificate

For more information, please visit www.kern-sohn.com/en/CKE · Order hotline +49-(0)7433-9933-0

Counting scale KERN CKE

Easy to use, self-explanatory counting balance with labo-
ratory accuracy, counting resolution up to 361,000 points

New model

Features

•	Self-explanatory graphic control panel, 
even without operating instructions,  
the counting process can be understood 
immediately.
- no learning time = reduces costs
- ideal for untrained users
- visualised process means that operating 
errors are avoided

•	The 4 steps are carried out from left to right:
 1  Place the empty container onto the weig-
hing plate and tare by pressing the TARE key
2  Place the reference quantity for the goods 
to be counted into the container (5, 10, or 20 
pieces)
3  Confirm the selected reference quantity  
by pressing the key (5, 10 or 20)
4  Pour in the goods to be counted. The 
number of pieces will immediately be shown 
on the display

•	Precise counting: The automatic optimisation 
of reference weight gradually improves the 
average value of the piece weight

•	Two balances in one: Switching from  
counting mode to weighing mode at the 
touch of a button

Technical data

•	Large backlit LCD display
A  digit height 9 mm
B  digit height 18 mm

•	Dimensions of weighing plate  
(stainless steel) WxD
A  150x170 mm
B  340x240 mm, see larger picture

•	Overall dimensions WxDxH
A  167x250x85 mm
B  350x390x120 mm

•	Optional battery operation for models with 
weighing plate sizes B , batteries 6 x 1.5 V Size 
C not included. operating time approx. 70 h

•	Net weight approx. 6,5 kg
•	Permissible ambient temperature 10°C / 40°C

Options

•	Protective working cover over keyboard 
and housing standard, can be reordered,  
for models with weighing plate sizes
A  KERN PCB-A05, € 25,-
B  KERN FKB-A02, € 25,-

•	Rechargeable battery pack external,  
operating time approx. 25 h, charging  
time approx. 10 h, KERN KS-A01, € 170,-

•	Rechargeable battery pack internal  
only for models with weighing plate sizes  
A , operating time approx. 25 h, charging 
time approx. 10 h, KERN KB-A01N, € 45,-

•	Matrix needle printer,  
KERN 911-013, € 330,-

•	Thermal printer, KERN YKB-01N, € 240,-
•	Statistics printer, KERN YKS-01, € 390,-

For additional information on the printers  
see page 124



82

08

1

               

                                   

                                   

 KERN  €
CDS 8K0.05 8,1 0,05 162.000 ± 0,15 0,05 7,5 A 460,-  963-128 80,-
CDS 15K0.05 15,1 0,05 302.000 ± 0,25 0,05 7,5 A 490,-  963-128 80,-
CDS 16K0.1 16,1 0,1 161.000 ± 0,3 0,1 7,5 A 460,-  963-128 80,-
CDS 30K0.1 30,1 0,1 301.000 ± 0,5 0,1 7,5 A 560,-  963-128 80,-
CDS 30K0.1L 30,1 0,1 301.000 ± 0,3 0,1 9,5 B 590,-  963-128 80,-
CDS 36K0.2L 36,1 0,2 180.500 ± 0,6 0,2 9,5 B 590,-  963-128 80,-
CDS 60K0.2 60,1 0,2 300.500 ± 0,6 0,2 9,5 B 660,-  963-129 95,-
CDS 100K0.5 101 0,5 202.000 ± 2,5 0,5 9,5 B 660,-  963-129 95,-

Counting scales / Counting systems

STANDARD                  OPTION        STANDARD          OPTION   

  

                                   
Model 
 
 KERN

Weighing range [Max] kg

Read- out [d] g

Counting resolution 
 Points

Linea- rity 
 g

Min. piece weight [PW min] g/piece

Net weight approx. kg

Weighing plate 
 

Price excl. of VAT ex works €

Option DKD Calibr. Certificate

For more information, please visit www.kern-sohn.com/en/CDS · Order hotline +49-(0)7433-9933-0

Counting scale KERN CDS

Easy to use industrial counting scale for heavy loads, 
counting resolution up to 300,000 points

Price reduction

Features

•	Self-explanatory graphic control panel, 
Even without operating instructions,  
the counting process can be understood 
immediately
- No learning time = reduces costs
- Ideal for untrained users
- Visualised process means that operating 
errors are avoided

•	Precise counting: The automatic optimisa-
tion of reference weight gradually improves 
the average value of the piece weight

•	Numerical subtraction of tare weight for 
known container weight. Useful for checking 
fill-levels

Technical data

•	Backlit LCD display, digit height 18 mm
•	Dimensions of weighing plate  

(stainless steel) WxDxH
A  308x318x75 mm
B  450x350x115 mm

•	Dimensions of display device  
WxDxH 225x115x60 mm

•	Permissible ambient temperature  
10°C / 40°C

Options

•	 Protective working cover over the  
display device, standard, can be reordered, 
KERN DE-A12, € 25,-

•	Wall mount for display device,  
KERN DS-A02, € 30,-

•	Mount to fasten the display device  
to the platform, KERN DE-A11, € 30,-

•	 1  Stand to elevate display device, height of 
stand approx. 450 mm, KERN DE-A10, € 70,-

•	Rechargeable battery pack external,  
operating time approx. 15 h, charging  
time approx. 10 h, KERN KS-A01, € 170,-

•	Rechargeable battery pack internal,  
operating time approx. 15 h, charging  
time approx. 10 h, KERN KB-A01N, € 45,-

•	Matrix needle printer, 
•	KERN 911-013, € 330,-
•	Thermal printer, KERN YKB-01N, € 240,-
•	Statistics printer, KERN YKS-01, € 390,-

For additional information on the printers  
see page 124
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 KERN  €
CCS 30K0.1  KFP 30V20M 30 10 A  CFS 6K0.1 6 0,1 0,1 460,- 962-128-128 160,-
CCS 60K0.1  KFP 60V20M 60 20 A  CFS 6K0.1 6 0,1 0,1 460,- 962-128-128 175,-
CCS 60K0.1L  KFP 60V20LM 60 20 B  CFS 6K0.1 6 0,1 0,1 510,- 962-128-128 175,-
CCS 150K0.1  KFP 150V20M 150 50 B  CFS 6K0.1 6 0,1 0,1 510,- 962-128-128 175,-
CCS 150K0.1L  KFP 150V20LM 150 50 C  CFS 6K0.1 6 0,1 0,1 660,- 962-128-128 175,-
CCS 300K0.1  KFP 300K20M 300 100 C  CFS 6K0.1 6 0,1 0,1 660,- 962-128-128 175,-

Counting scales / Counting systems

STANDARD                  OPTION        STANDARD          OPTION   

  

                                   
Model 
 
 KERN

 Quantity  scale 
  KFP

Weighing range [Max] kg

Read- out [d] g

Weighing plate 
 

 Reference  scale 
  CFS

Weighing range [Max] kg

Read- out [d] g

Min. piece weight [PW min] g/piece

Price excl. of VAT ex works €

Option DKD Calibr. Certificate

Features

•	With this highly-accurate KERN CCS counting 
system you can replace a large spectrum of 
individual counting scales

Quantity scale KERN KFP:
The high-accuracy quantity counting takes 
place on the weighing platform (= weighing 
bridge) KERN KFP
•	Stainless steel platform, Steel substructure 

lacquered
•	Aluminium singlepoint load cell (1 x 3000 e), 

IP65 protection
Reference scale KERN CFS:
This professional KERN CFS counting scale, which can 
also be used as a stand-alone scale, meets even the high-
est demands for accuracy, weighing range and volume of 
items, by connecting it to a high-capacity weighing bridge

•	Large backlit LCD displays, digit height  
20 mm

•	Programmable using numerical key pad:
- required reference quantity
- known reference weight

•	Memory (PLU) for 100 items with additional text
•	Weighing with tolerance range (checkweighing), 

ideal for portion division, dispensing, grading
•	Fill-to-target function: Programmable target 

weight. An acoustic and visual signal will be 
displayed when the target value is reached

•	Precise counting: The automatic optimisa-
tion of reference weight gradually improves 
the average value of the piece weight

Technical data

KFP:
•	Dimensions of weighing plate (stainless 

steel) WxDxH
A  400x300x128 mm
B  500x400x137 mm
C  650x500x142 mm

•	Connection cable approx. 1,5 m

CFS:
•	Overall dimensions WxDxH 320x350x125 mm
•	Dimensions of weighing plate  

(stainless steel) WxD 294x225 mm
•	Net weight approx. 3,8 kg
Details page 80

Options

•	Reference scale also available separately, 
details see page 80, KERN CFS 6K0.1, € 290,-

•	Rechargeable battery pack internal, 
operating time approx. 60 h, charging time 
approx. 14 h, KERN GAB-A04, € 40,-

•	Thermal printer, KERN YKB-01N, € 240,-
For all printers see page 124

!  Further quantity scales on request, e.g.
 1  Pallet scales, page 103 ff.
2  Drive-through scales, page 104
3  Floor scales, page 99 ff.

For more information, please visit www.kern-sohn.com/en/CCS · Order hotline +49-(0)7433-9933-0

Counting system KERN CCS

Counting the smallest parts in the largest quantities,  
counting resolution from 300,000 million points



84 Platform scales

 9 Platform scales 
KERN Model Page

EOL All-round platform scale with the  
EOE best price performance ratio 87

 EOB The bestseller in parcel- and veterinary scales,   
EOS  also with XL platform, now with higher resolution 88

EOS-F  No need for a cable with KERN!  
Wireless communication between the platform  
and display device for maximum flexibility 89

 DE-D  Multi functional scale with IP65 display device 90/91

 IFS The industrial scale for professionals 92

 IFB  Robust and extremely affordable platform scale  
with EC-Type Approval [M] 93

 DS  Industrial scale with laboratory accuracy,  
also with EC-Type Approval [M] 94

ITx Modular family of platform scales 
BTxP Modular family of floor scales 95

IKT  Touchscreen platform scale with enormous 
range of functions, now with EC-Type Approval [M] 96/97

Platform scales - the all-rounder in industrial scales
In the KERN range there are portable, affordable entry level models for 
weighing post or parcels, high-quality models with a high IP rating and 
verification for trade applications, up to top level models with touch-
screen technology for complex recipe or checkweighing applications 
with relay control - for each application we have the right platform scale.

The benefits of platform scales are clear for all to see:
•	Weighing range from 3 kg - 300 kg

•	Robust platform construction for the harshest industrial use

•	Versatile, available with column

•	High overload protection

•	Stainless steel weighing plate, shock proof and easy to clean

•	 Display device can be positioned separately, e.g. wall-mounted, on a 
column or next to the platform. This guarantees that you always have 
a clear view of the display even with bulky items on the scale 

•	 Large selection of platform sizes. From the small laboratory platform 
228 x 228 mm (KERN DS) up to the pallet platform 1500 x 1250 mm 
(KERN BFS).

In order to fulfil the diverse requirements of our industrial customers, 
KERN platform scales have a large number of practical functions. From 
counting and recipe functions via data interfaces to connecting ba-
lances in a network or connecting with a PC or printer through right 
to useful battery operation for mobile use. The „Dynamic Weighing“  
function is particularly useful for industrial weighing and guarantees 
stable results even when the location is unstable or when weighing  
animals – a true all-rounder.

The newest development for an even greater level of ease of use is 
wireless communication between the platform and the display device. 
This ensures maximum flexibility. Or the Touchless tare function which 
uses movement sensors to make non-contact taring possible, see pa-
ges 89 and 107.
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0,01 g 3,1 kg DS 3K0.01S 640,– 94 1 ■ ■ ■ □
0,01 g 3,1 kg IKT 3K0.01S 840,– 96 1 ■ ■ ■ □
0,05 g 5,1 kg DS 5K0.05S 560,– 94 1 ■ ■ ■ □
0,05 g 8,1 kg DS 8K0.05 550,– 94 1 ■ ■ ■ □
0,05 g 8,1 kg IKT 8K0.05 780,– 96 1 ■ ■ ■ □

0,1 g 6,1 kg IKT 6K0.1 690,– 96 1 ■ ■ ■ □
0,1 g 10,1 kg DS 10K0.1S 530,– 94 1 ■ ■ ■ □
0,1 g 15 kg DS 15K0.1M 750,– 94 1 ■ ■ ■ ■ □
0,1 g 16,1 kg DS 16K0.1 550,– 94 1 ■ ■ ■ □
0,1 g 20,1 kg DS 20K0.1 580,– 94 1 ■ ■ ■ □
0,1 g 30,1 kg DS 30K0.1 610,– 94 1 ■ ■ ■ □
0,1 g 30,1 kg DS 30K0.1L 700,– 94 1 ■ ■ ■ □
0,1 g 10,1 kg IKT 10K0.1S 780,– 96 1 ■ ■ ■ □
0,1 g 16,1 kg IKT 16K0.1 780,– 96 1 ■ ■ ■ □
0,1 g 30,1 kg IKT 30K0.1 840,– 96 1 ■ ■ ■ □
0,1 g 30,1 kg IKT 30K0.1L 950,– 96 1 ■ ■ ■ □
0,2 g 6 kg ITB 6K0.2IP 760,– 95 8 ■ ■ ■ □
0,2 g 6 kg ITS 6K0.2IP 900,– 95 8 ■ ■ ■ ■ □
0,2 g 6 kg ITT 6K0.2IP 1230,– 95 8 ■ ■ ■ ■ □
0,2 g 12,1 kg IKT 12K0.2 690,– 96 1 ■ ■ ■ □
0,2 g 36,1 kg DS 36K0.2 550,– 94 1 ■ ■ ■ □
0,2 g 36,1 kg DS 36K0.2L 660,– 94 1 ■ ■ ■ □
0,2 g 60,1 kg DS 60K0.2 740,– 94 1 ■ ■ ■ □
0,2 g 36,1 kg IKT 36K0.2 780,– 96 1 ■ ■ ■ □
0,2 g 36,1 kg IKT 36K0.2L 890,– 96 1 ■ ■ ■ □
0,2 g 60,1 kg IKT 60K0.2L 950,– 96 1 ■ ■ ■ □

0,2/0,5 g 6/15 kg DE 15K0.2D 270,– 90 1 ■ ■ ■ ■ □ □
0,2/0,5 g 6/15 kg IFS 15K0.2D 290,– 92 1 ■ ■ ■ □ □
0,2/0,5 g 12/30 kg IFS 30K0.2DL 360,– 92 1 ■ ■ ■ □ □

0,5 g 6 kg DE 6K0.5A 180,– 90 1 ■ ■ ■ ■ □ □
0,5 g 30,1 kg IKT 30K0.5 690,– 96 1 ■ ■ ■ □
0,5 g 65,1 kg DS 65K0.5 700,– 94 1 ■ ■ ■ □
0,5 g 101 kg DS 100K0.5 740,– 94 1 ■ ■ ■ □
0,5 g 65,1 kg IKT 65K0.5L 890,– 96 1 ■ ■ ■ □
0,5 g 101 kg IKT 100K0.5L 890,– 96 1 ■ ■ ■ □
0,5 g 15 kg ITB 15K0.5IP 840,– 95 8 ■ ■ ■ □
0,5 g 15 kg ITS 15K0.5IP 990,– 95 8 ■ ■ ■ ■ □
0,5 g 15 kg ITT 15K0.5IP 1330,– 95 8 ■ ■ ■ ■ □

0,5/1 g 15/35 kg DE 35K0.5D 270,– 90 1 ■ ■ ■ ■ □ □
0,5/1 g 30/60 kg IFS 60K0.5D 360,– 92 1 ■ ■ ■ □
0,5/1 g 30/60 kg IFS 60K0.5DL 420,– 92 1 ■ ■ ■ □

1 g 6 kg IKT 6K1M 850,– 96 1 ■ ■ ■ ■ □
1 g 12 kg DE 12K1A 180,– 90 1 ■ ■ ■ ■ □ □
1 g 35 kg ITB 35K1IP 880,– 95 8 ■ ■ ■ □
1 g 35 kg ITS 35K1IP 1030,– 95 8 ■ ■ ■ ■ □
1 g 35 kg ITT 35K1IP 1380,– 95 8 ■ ■ ■ ■ □
1 g 60,1 kg IKT 60K1L 790,– 96 1 ■ ■ ■ □
1 g 65 kg DS 65K1M 790,– 94 1 ■ ■ ■ ■ □
1 g 150 kg DS 150K1M 890,– 94 1 ■ ■ ■ ■ □
1 g 151 kg DS 150K1 740,– 94 1 ■ ■ ■ □
1 g 151 kg IKT 150K1L 890,– 96 1 ■ ■ ■ □

1/2 g 3/6 kg DE 6K1D 160,– 90 1 ■ ■ ■ ■ □ □
1/2 g 30/60 kg DE 60K1D 270,– 90 1 ■ ■ ■ ■ □ □
1/2 g 30/60 kg DE 60K1DL 350,– 90 1 ■ ■ ■ ■ □ □
1/2 g 3/6 kg IFB 6K1DM 290,– 93 1 ■ ■ ■ □
1/2 g 60/120 kg IFS 120K1D 420,– 92 1 ■ ■ ■ □
1/2 g 3/6 kg ITB 6K1DIPM 800,– 95 8 ■ ■ ■ ■ □
1/2 g 3/6 kg ITS 6K1DIPM 950,– 95 8 ■ ■ ■ ■ ■ □
1/2 g 3/6 kg ITT 6K1DIPM 1290,– 95 8 ■ ■ ■ ■ ■ □

1/2/5 g 10/20/50 kg DS 50K1TM 790,– 94 1 ■ ■ ■ ■ □
2 g 12 kg IKT 12K2M 850,– 96 1 ■ ■ ■ ■ □
2 g 24 kg DE 24K2A 180,– 90 1 ■ ■ ■ ■ □ □
2 g 60 kg ITB 60K2LIP 1050,– 95 8 ■ ■ ■ □
2 g 60 kg ITB 60K2XLIP 1360,– 95 8 ■ ■ ■ □
2 g 60 kg ITS 60K2LIP 1130,– 95 8 ■ ■ ■ ■ □
2 g 60 kg ITS 60K2XLIP 1440,– 95 8 ■ ■ ■ ■ □
2 g 60 kg ITT 60K2LIP 1480,– 95 8 ■ ■ ■ ■ □
2 g 60 kg ITT 60K2XLIP 1780,– 95 8 ■ ■ ■ ■ □
2 g 120,1 kg IKT 120K2L 810,– 96 1 ■ ■ ■ □
2 g 151 kg IKT 150K2XL 840,– 96 1 ■ ■ ■ □

2/5 g 6/15 kg DE 15K2D 160,– 90 1 ■ ■ ■ ■ □ □
2/5 g 6/15 kg IFB 15K2DM 290,– 93 1 ■ ■ ■ □
2/5 g 6/15 kg IFB 15K2DLM 350,– 93 1 ■ ■ ■ □
2/5 g 6/15 kg ITB 15K2DIPM 840,– 95 8 ■ ■ ■ ■ □
2/5 g 6/15 kg ITS 15K2DIPM 990,– 95 8 ■ ■ ■ ■ ■ □

Platform scales
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2/5 g 6/15 kg ITT 15K2DIPM 1330,– 95 8 ■ ■ ■ ■ ■ □
2/5 g 60/150 kg DE 150K2D 270,– 90 1 ■ ■ ■ ■ □ □
2/5 g 60/150 kg DE 150K2DL 350,– 90 1 ■ ■ ■ ■ □ □
2/5 g 60/150 kg IFS 150K2DL 550,– 92 1 ■ ■ ■ □

5 g 15 kg EOB 15K5 125,– 88 1 ■ □
5 g 30 kg IKT 30K5M 850,– 96 1 ■ ■ ■ ■ □
5 g 60 kg DE 60K5A 180,– 90 1 ■ ■ ■ ■ □ □
5 g 150 kg ITB 150K5IP 1110,– 95 8 ■ ■ ■ □
5 g 150 kg ITB 150K5LIPM 1420,– 95 8 ■ ■ ■ ■ □
5 g 150 kg ITS 150K5IP 1220,– 95 8 ■ ■ ■ ■ □
5 g 150 kg ITS 150K5LIP 1570,– 95 8 ■ ■ ■ ■ □
5 g  150 kg ITT 150K5IP 1550,– 95 8 ■ ■ ■ ■ □
5 g  150 kg ITT 150K5LIP 1910,– 95 8 ■ ■ ■ ■ □
5 g  301 kg IKT 300K5XL 840,– 96 1 ■ ■ ■ □

5/10 g 15/35 kg DE 35K5D 160,– 90 1 ■ ■ ■ ■ □ □
5/10 g 15/35 kg DE 35K5DL 250,– 90 1 ■ ■ ■ ■ □ □
5/10 g 150/300 kg DE 300K5DL 350,– 90 1 ■ ■ ■ ■ □ □
5/10 g 15/30 kg IFB 30K5DM 350,– 93 1 ■ ■ ■ □
5/10 g 150/300 kg IFS 300K5D 550,– 92 1 ■ ■ ■ □
5/10 g 15/35 kg ITB 35K5DIPM 880,– 95 8 ■ ■ ■ ■ □
5/10 g 15/35 kg ITS 35K5DIPM 1030,– 95 8 ■ ■ ■ ■ ■ □
5/10 g 15/35 kg ITT 35K5DIPM 1380,– 95 8 ■ ■ ■ ■ ■ □

10 g 15 kg EOE 15K10 105,– 87 1 ■ □
10 g 35 kg EOB 35K10 125,– 88 1 ■ □
10 g 60 kg IKT 60K10LM 990,– 96 1 ■ ■ ■ ■ □
10 g 120 kg DE 120K10A 180,– 90 1 ■ ■ ■ ■ □ □
10 g 300 kg ITB 300K10IP 1510,– 95 8 ■ ■ ■ □
10 g 300 kg ITS 300K10IP 1690,– 95 8 ■ ■ ■ ■ □
10 g 300 kg ITT 300K10IP 2030,– 95 8 ■ ■ ■ ■ □

10/20 g 30/60 kg DE 60K10D 160,– 90 1 ■ ■ ■ ■ □ □
10/20 g 30/60 kg DE 60K10DL 250,– 90 1 ■ ■ ■ ■ □ □
10/20 g 30/60 kg IFB 60K10DM 350,– 93 1 ■ ■ ■ □
10/20 g 30/60 kg IFB 60K10DLM 410,– 93 1 ■ ■ ■ □
10/20 g 30/60 kg ITB 60K10DLIPM 1050,– 95 8 ■ ■ ■ ■ □
10/20 g 30/60 kg ITB 60K10DXLIPM 1360,– 95 8 ■ ■ ■ ■ □
10/20 g 30/60 kg ITS 60K10DLIPM 1130,– 95 8 ■ ■ ■ ■ ■ □
10/20 g 30/60 kg ITS 60K10DXLIPM 1440,– 95 8 ■ ■ ■ ■ ■ □
10/20 g 30/60 kg ITT 60K10DLIPM 1480,– 95 8 ■ ■ ■ ■ ■ □
10/20 g 30/60 kg ITT 60K10DXLIPM 1780,– 95 8 ■ ■ ■ ■ ■ □

20 g 35 kg EOE 35K20 105,– 87 1 ■ □
20 g 60 kg EOB 60K20 125,– 88 1 ■ □
20 g 120 kg IKT 120K20LM 990,– 96 1 ■ ■ ■ ■ □
20 g 600 kg ITB 600K20IP 1720,– 95 8 ■ ■ ■ □
20 g 600 kg ITS 600K20IP 1790,– 95 8 ■ ■ ■ ■ □
20 g 600 kg ITT 600K20IP 2120,– 95 8 ■ ■ ■ ■ □

20/50 g 60/150 kg DE 150K20D 160,– 90 1 ■ ■ ■ ■ □ □
20/50 g 60/150 kg DE 150K20DL 250,– 90 1 ■ ■ ■ ■ □ □
20/50 g 60/150 kg DE 150K20DXL 350,– 90 1 ■ ■ ■ ■ □ □
20/50 g 60/150 kg IFB 150K20DM 410,– 93 1 ■ ■ ■ □
20/50 g 60/150 kg IFB 150K20DLM 530,– 93 1 ■ ■ ■ □
20/50 g 60/150 kg ITB 150K20DIPM 1110,– 95 8 ■ ■ ■ ■ □
20/50 g 60/150 kg ITB 150K20DLIPM 1420,– 95 8 ■ ■ ■ ■ □
20/50 g 60/150 kg ITS 150K20DIPM 1220,– 95 8 ■ ■ ■ ■ ■ □
20/50 g 60/150 kg ITS 150K20DLIPM 1570,– 95 8 ■ ■ ■ ■ ■ □
20/50 g 60/150 kg ITT 150K20DIPM 1550,– 95 8 ■ ■ ■ ■ ■ □
20/50 g 60/150 kg ITT 150K20DLIPM 1910,– 95 8 ■ ■ ■ ■ ■ □

50 g 60 kg EOE 60K50 105,– 87 1 ■ ■
50 g 150 kg EOE 150K50L 220,– 87 1 ■ ■
50 g 150 kg EOS 150K50XL 350,– 88 1 ■ □
50 g 150 kg EOS 150K50XLF 450,– 89 1 ■ □
50 g 150 kg EOB 150K50 125,– 88 1 ■ ■ □

50/100 g 150/300 kg DE 300K50D 250,– 90 1 ■ ■ ■ ■ □ □
50/100 g 150/300 kg DE 300K50DL 350,– 90 1 ■ ■ ■ ■ □ □
50/100 g 150/300 kg IFB 300K50DM 530,– 93 1 ■ ■ ■ □
50/100 g 150/300 kg ITB 300K50DIPM 1510,– 95 8 ■ ■ ■ ■ □
50/100 g 150/300 kg ITS 300K50DIPM 1690,– 95 8 ■ ■ ■ ■ ■ □
50/100 g 150/300 kg ITT 300K50DIPM 2030,– 95 8 ■ ■ ■ ■ ■ □

100 g 60 kg EOL 60K100 69,– 87 1 ■ ■
100 g 150 kg EOE 150K100 105,– 87 1 ■ □
100 g 300 kg EOE 300K100L 220,– 87 1 ■ □
100 g 300 kg EOB 300K100A 140,– 88 1 ■ □
100 g 300 kg EOS 300K100XL 350,– 88 1 ■ □
100 g 300 kg EOS 300K100XLF 450,– 89 1 ■ □

100/200 g 300/600 kg ITB 600K100DIPM 1720,– 95 8 ■ ■ ■ ■ □
100/200 g 300/600 kg ITS 600K100DIPM 1770,– 95 8 ■ ■ ■ ■ ■ □
100/200 g 300/600 kg ITT 600K100DIPM 2120,– 95 8 ■ ■ ■ ■ ■ □

200 g 120 kg EOL 120K200 69,– 87 1 ■ ■

Platform scales
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KERN EOL KERN EOE

               

                                     

    
 1

               
2

                  

 KERN €
EOL 60K100* 60 100 100 ± 200 1,4 2,6 293x270x35 69,- 963-129 95,-
EOL 120K200* 120 200 200 ± 400 1,4 2,6 293x270x35 69,- 963-129 95,-
 
EOE 15K10 15 10 10 ± 20 4 1,8 315x305x65 105,- 963-128 80,-
EOE 35K20 35 20 20 ± 40 4 1,8 315x305x65 105,- 963-128 80,-
EOE 60K50 60 50 50 ± 100 4 1,8 315x305x65 105,- 963-129 95,-
EOE 150K100 150 100 100 ± 200 4 1,8 315x305x65 105,- 963-129 95,-
EOE 150K50L 150 50 50 ± 100 12,5 2,7 505x505x65 220,- 963-129 95,-
EOE 150K50XL 150 50 50 ± 100 19,5 2,7 945x505x65 290,- 963-129 95,-
EOE 300K100L 300 100 100 ± 200 12,5 2,7 505x505x65 220,- 963-129 95,-
EOE 300K100XL 300 100 100 ± 200 19,5 2,7 945x505x65 290,- 963-129 95,-

Platform scales

STANDARD                    OPTION        STANDARD          OPTION   

  

        
only EOE

                             
Model 
 
 KERN

Weighing range [Max] kg

Read- out [d] g

Repro- duci- bility g

Linea- rity 
 g

Net weight approx. kg

Cable length approx. m

Weighing plate 
 mm

Price excl. of VAT ex works €

Option DKD Calibr. Certificate

For more information, please visit www.kern-sohn.com/en/ · Order hotline +49-(0)7433-9933-0

Platform scales KERN EOL · EOE

Allround platform scales with the  
best price-performance ratio

* Only while stocks last

Features

•	Simple and convenient 4-key operation
•	UNITS: Further weighing units see the 

internet

EOL:
•	Particularly flat design

EOE:
•	Wall mount for display device standard
•	 1  Animal weighing program: When the 

animal moves during the weighing process,  
a stable average value is obtained by pressing 
the HOLD key. This value remains „frozen“ 
until the HOLD key is pressed again

Technical data

•	Large LCD display, digit height 25 mm
•	Weighing plate steel lacquered
•	Optional battery operation

EOL:
•	Dimensions of display device  

WxDxH 160x90x32 mm
•	Ready for use: 9V included,  

operating time approx. 60 h
•	Permissible ambient temperature 5°C / 35°C

EOE:
•	Dimensions of display device  

WxDxH 210x110x45 mm
•	Permissible ambient temperature 10°C / 35°C

Options

EOL:
•	2  Mains adapter external not included,  

can be reordered, KERN 440-902, € 15,-

EOE:
•	Ascending ramp for models with weighing 

plate sizes WxD 505x505 mm, not included. 
WxDxH 505x507x87 mm,  
KERN EOE-A02, € 120,-

•	Non-slip rubber mat, WxD 945x505 mm, 
KERN EOE-A01, € 35,-

•	Sturdy transport case, for models with 
weighing plate sizes ≤ 315x305x65 mm, 
details see page 125, KERN MPS-A07, € 95,-
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KERN EOB KERN EOS

          

                              

                              

 KERN  €
EOB 15K5 15 5 5 ± 10 4 A 125,- 963-128 80,-
EOB 35K10 35 10 10 ± 20 4 A 125,- 963-128 80,-
EOB 60K20 60 20 20 ± 40 4 A 125,- 963-129 95,-
EOB 60K20L 60 20 20 ± 40 13,5 B 305,- 963-129 95,-
EOB 150K50 150 50 50 ± 100 4 A 125,- 963-129 95,-
EOB 150K50L 150 50 50 ± 100 13,5 B 305,- 963-129 95,-
EOB 150K50XL 150 50 50 ± 100 19,5 C 350,- 963-129 95,-
EOB 300K100A 300 100 100 ± 200 4 A 140,- 963-129 95,-
EOB 300K100L 300 100 100 ± 200 13,5 B 305,- 963-129 95,-
EOB 300K100XL 300 100 100 ± 200 19,5 C 350,- 963-129 95,-

 
EOS 150K50XL 150 50 50 ± 100 18,8 D 350,- 963-129 95,-
EOS 300K100XL 300 100 100 ± 200 18,8 D 350,- 963-129 95,-

Platform scales

STANDARD                    STANDARD          OPTION   

  

                              
Model 
 
 KERN

Weighing range 
 [Max] kg

Readout 
 [d] g

Repro- ducibility 
 g

Linearity 
 
 g

Net weight approx. 
 kg

Weighing plate 
 
 

Price excl. of VAT ex works €

Option DKD Calibr. Certificate

For more information, please visit www.kern-sohn.com/en/ · Order hotline +49-(0)7433-9933-0

Platform scales KERN EOB · EOS

The bestseller in parcel- and veterinary scales,  
also with XL platform, now with higher resolution
Features

•	Simple and convenient 4-key operation
•	Wall mount for display device, standard
•	Animal weighing program: When the animal 

moves during the weighing process, a stable 
average value is obtained by pressing the 
HOLD key. This value remains „frozen“ until 
the HOLD key is pressed again

•	UNITS: Further weighing units see the 
internet

EOS:
•	The scale can be easily transported using 

2 rollers and a handle and does not require 
much storage space

Technical data

•	Large LCD display, digit height 25 mm
•	Dimensions of display device  

WxDxH 210x110x45 mm
•	Cable length of display device approx. 1,8 m
•	Optional battery operation, 6 x 1.5 V AA not 

included, operating time approx. 60 h
•	Permissible ambient temperature 10°C / 35°C

EOB:
Dimensions of weighing plate WxDxH

A  315x305x65 mm
B  550x550x65 mm, see larger picture
C  945x505x65 mm

EOS:
•	Dimensions of weighing plate (stainless 

steel) WxDxH D  900x550x60 mm

Options

•	2  Stand to elevate display device, height of 
stand approx. 950 mm, KERN MWS-A01, € 140,-

EOB:
•	Non-slip rubber mat, only for models with 

weighing plate sizes A , KERN EOE-A01, € 35,-
•	 1  Stand to elevate display device, height of 

stand approx. 450 mm, only for models with 
weighing plate sizes A , KERN EOB-A01N, € 50,-

EOS:
•	Non-slip rubber mat standard, can be 

reordered, KERN EOS-A01, € 35,-
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 KERN  €
EOS 150K50XLF 150 50 50 ± 100 450,- 963-129 95,-
EOS 300K100XLF 300 100 100 ± 200 450,- 963-129 95,-

Platform scales

STANDARD                    STANDARD          OPTION   

  

                              
Model 
 
 KERN

Weighing range 
 [Max] kg

Readout 
 [d] g

Repro- ducibility 
 g

Linearity 
 
 g

Price excl. of VAT ex works €

Option DKD Calibr. Certificate

For more information, please visit www.kern-sohn.com/en/EOS-F · Order hotline +49-(0)7433-9933-0

Platform scale KERN EOS-F

No need for a cable with KERN! Wireless communication  
between the platform and display device for maximum flexibility
Features

•	Touchless tare function: Display device 
with integrated radio module for wireless 
communication with the weighing platform

•	 1  Just give it a wave: Movement sensors 
for non-contact taring

•	For networked operation: 3 frequencies 
for parallel use of several weighing platforms 
with a single display device

•	High mobility thanks to battery operation 
for display device and platform, operating 
time approx. 70 h

•	2 rollers and handle for easy transport of 
the scale

•	Simple and convenient 4-key operation
•	Dynamic weighing: at the push of a button, 

a stable average weight is given when the 
environmental conditions are unstable or 
when weighing animals

•	2  Wall mount for display device standard

Technical data

•	Large LCD display, digit height 25 mm
•	Dimensions of weighing plate (stainless 

steel) WxDxH 900x550x60 mm

•	Optional battery operation, each 6 x 1.5 V AA 
(Display device and Platform), not included

•	2 mains adapters (external) for display device 
and platform included

•	Net weight approx. 22 kg
•	Permissible ambient temperature 10°C / 35°C

Options

•	Non-slip rubber mat standard, can be 
reordered, KERN EOS-A01, € 35,-

•	Stand to elevate display device, height of stand 
approx. 950 mm, KERN MWS-A01, € 140,-
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Platform scales For more information, please visit www.kern-sohn.com/en/DE-D · Order hotline +49-(0)7433-9933-0

Platform scale KERN DE-D

Multi-functional scale with IP65 display!

Features

•	High mobility: Battery operation/recharge-
able battery pack (optional), compact, flat 
construction and low weight make this balan-
ce ideal for use in several locations (produc-
tion, warehouse, dispatch department, ...)

•	2  Flexible positioning of display device: 
eg. free-standing or mounted to the wall 
(optional)

•	6  Display device: IP65. Protected against 
dust and water splashes (only when using 
battery or rechargeable battery pack)

•	PRE-TARE function for manual subtraction 
of a known container weight, useful for che-
cking fill-levels

•	With the recipe function you can weigh 
the different ingredients of a mixture. As a 
check, you can also recall the total weight of 
all the ingredients

•	Freely programmable weighing unit, e.g. 
display directly in special units such as 
length of thread g/m, paper weight g/m2,  
or similar

•	UNITS: Further weighing units see the 
internet
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 KERN  €

DE 6K1D 3 | 6 1 | 2 1 | 2 ± 3 | ± 6 4 1,4 4 A 160,- 963-128 80,-
DE 15K2D   6 | 15 2 | 5 2 | 5   ± 6 | ± 15 10 1,4 4 A 160,- 963-128 80,-
DE 35K5D 15 | 35   5 | 10   5 | 10 ± 15 | ± 30 10 1,4 4 A 160,- 963-128 80,-
DE 35K5DL 15 | 35   5 | 10   5 | 10 ± 15 | ± 30 10 1,4 16 D 250,- 963-128 80,-
DE 60K10D 30 | 60 10 | 20 10 | 20 ± 30 | ± 60 20 1,4 4 A 160,- 963-129 95,-
DE 60K10DL 30 | 60 10 | 20 10 | 20 ± 30 | ± 60 20 1,4 16 D 250,- 963-129 95,-
DE 150K20D   60 | 150 20 | 50 20 | 50   ± 60 | ± 150 40 1,4 4 A 160,- 963-129 95,-
DE 150K20DL   60 | 150 20 | 50 20 | 50   ± 60 | ± 150 40 1,4 16 D 250,- 963-129 95,-
DE 150K20DXL   60 | 150 20 | 50 20 | 50   ± 60 | ± 150 40 1,4 28 E 350,- 963-129 95,-
DE 300K50D 150 | 300   50 | 100   50 | 100 ± 150 | ± 300 100 1,4 16 D 250,- 963-129 95,-
DE 300K50DL 150 | 300   50 | 100   50 | 100 ± 150 | ± 300 200 1,4 28 E 350,- 963-129 95,-

DE 6K0.5A 6 0,5 0,5 ± 1,5 1 1,4 4 A 180,- 963-128 80,-
DE 12K1A 12 1 1 ± 3 2 1,4 4 A 180,- 963-128 80,-
DE 24K2A 24 2 2 ± 6 4 1,4 4 A 180,- 963-128 80,-
DE 60K5A 60 5 5 ± 15 10 1,4 4 A 180,- 963-129 95,-
DE 120K10A 120 10 10 ± 30 20 1,4 4 A 180,- 963-129 95,-

DE 15K0.2D   6 | 15    0,2 | 0,5    0,2 | 0,5 ± 0,8 | ± 2 0,4 1 4 B 270,- 963-128 80,-
DE 35K0.5D 15 | 35 0,5 | 1 0,5 | 1    ± 2 | ± 4 1 1 4 B 270,- 963-128 80,-
DE 60K1D 30 | 60    1 | 2   1 | 2    ± 4 | ± 8 2 1 4 B 270,- 963-129 95,-
DE 60K1DL 30 | 60    1 | 2   1 | 2    ± 4 | ± 8 2 1,4 16 C 350,- 963-129 95,-
DE 150K2D   60 | 150    2 | 5   2 | 5      ± 8 | ± 20 4 1 4 B 270,- 963-129 95,-
DE 150K2DL   60 | 150    2 | 5   2 | 5      ± 8 | ± 20 4 1,4 16 C 350,- 963-129 95,-
DE 300K5DL 150 | 300      5 | 10     5 | 10    ± 20 | ± 40 10 1,4 16 C 350,- 963-129 95,-

Platform scales

STANDARD                            OPTION        STANDARD          OPTION   

  

                                             

Model 
 
 KERN

Weighing range [Max] kg

Read- out [d] g

Repro- duci- bility g

Linea- rity 
 g

Min. piece weight [PW min] g/piece

Cable length approx. m

Net weight approx. kg

Weighing plate 
 

Price excl. of VAT ex works €

Option DKD Calibr. Certificate

Dual-range balance (D=Dual): switches from readout d1 to readout d2 automatically

High-resolution display

For more information, please visit www.kern-sohn.com/en/DE-D · Order hotline +49-(0)7433-9933-0

Platform scale KERN DE-D

Technical data

•	Large backlit LCD display,  
digit height 25 mm

•	Dimensions of weighing plate  
(stainless steel) WxDxH
A  318x308x75 mm
B  318x308x85 mm
C  522x406x100 mm
D  522x403x90 mm
E  650x500x105 mm, see larger picture

•	Dimensions of display device  
WxDxH 225x110x45 mm

•	Optional battery operation, 9V,  
not included

•	Permissible ambient temperature 5°C / 35°C 

Options

•	 Protective working cover over the  
display device, standard, can be reordered, 
KERN DE-A12, € 25,-

•	Rechargeable battery pack internal,  
operating time approx. 15 h, charging  
time approx. 10 h, KERN NDE-A02, € 40,-

•	Mount to fasten the display device to the 
platform, KERN DE-A11, € 30,-

•	Wall mount for display device,  
KERN DE-A13, € 30,-

•	 1  Stand to elevate display device, height of 
stand approx. 450 mm, KERN DE-A10, € 70,-

•	3  Matrix needle printer,  
KERN 911-013, € 330,-

•	4  Thermal printer, KERN YKB-01N, € 240,-
•	5  Statistics printer, KERN YKS-01, € 390,-
•	Individual header data: the free software 

KERN SHM-01 can be used to print 4 header 
lines on the printout for printers 911-013 and 
YKB-01N

For additional information on the printers 
see page 124
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IFS 15K0.2D   6 | 15 0,2 | 0,5    0,2 | 0,5 ± 0,8 | ± 2 1 6,5 A 290,- 963-128 80,-
IFS 30K0.2DL 12 | 30 0,2 | 0,5    0,2 | 0,5 ± 0,8 | ± 2 2 11 B 360,- 963-128 80,-
IFS 60K0.5D 30 | 60 0,5 | 1 0,5 | 1    ± 2 | ± 4 4 11 B 360,- 963-129 95,-
IFS 60K0.5DL 30 | 60 0,5 | 1 0,5 | 1    ± 2 | ± 4 4 14 C 420,- 963-129 95,-
IFS 120K1D   60 | 120 1 | 2    1 | 2    ± 4 | ± 8 8 14 C 420,- 963-129 95,-
IFS 150K2DL   60 | 150 2 | 5    2 | 5      ± 8 | ± 20 10 24 D 550,- 963-129 95,-
IFS 300K5D 150 | 300   5 | 10      5 | 10    ± 20 | ± 40 20 24 D 550,- 963-129 95,-

Platform scales

STANDARD                    FACTORY        STANDARD          OPTION   

 

                                     
Model 
 
 KERN

Weighing range [Max] kg

Read- out [d] g

Repro- duci- bility g

Linea- rity 
 g

Min. piece weight [PW min] g/piece

Net weight approx. kg

Weighing plate

Price excl. of VAT ex works €

Option DKD Calibr. Certificate

Dual-range balance (D=Dual): switches from readout d1 to readout d2 automatically

For more information, please visit www.kern-sohn.com/en/IFS · Order hotline +49-(0)7433-9933-0

Platform scale KERN IFS

The industrial scale for professionals

Features

•	Industrial quality: because of its stable 
construction and robust design, it is ideal  
for continuous use in industrial applications

•	Benchtop stand incl. wall mount for  
display device as standard

•	Precise counting: The manual optimisation 
of reference weight gradually improves the 
average value of the piece weight

•	Weighing with tolerance range (check-
weighing): Input of an upper/lower limit 
value. A visual and audible signal assists  
with portion division, dispensing or grading

•	Totalizing of counting operations

Technical data

•	Large backlit LCD displays,  
digit height 16,5 mm

•	Dimensions of weighing plate  
(stainless steel) WxDxH
A  300x240x100 mm
B  400x300x100 mm
C  500x400x137 mm, see larger picture
D  650x500x142 mm

•	Dimensions of display device 
WxDxH 260x150x65 mm

•	Cable length of display device approx. 1,5 m
•	Permissible ambient temperature  

0°C / 40°C

Options

•	 1  Stand to elevate display device, height of 
stand approx. 330 mm, KERN IFB-A01, € 40,-
height of stand approx. 600 mm, for  
models with weighing plate sizes C  and D , 
KERN IFB-A02, € 50,-

•	Protective working cover standard,  
can be reordered, KERN KFB-A02, € 25,-

•	Rechargeable battery pack internal,  
operating time approx. 30 h, charging  
time approx. 12 h, KERN KFS-A01, € 35,-

•	Matrix needle printer, KERN 911-013, € 330,-
•	2  Thermal printer, KERN YKB-01N, € 240,-

For additional information on the printers  
see page 124
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 KERN €  KERN €
IFB 6K1DM 3 | 6 1 | 2 1 | 2 20 6 A 290,- 965-228 50,- 963-128 80,-
IFB 15K2DM   6 | 15 2 | 5 2 | 5 40 6 A 290,- 965-228 50,- 963-128 80,-
IFB 15K2DLM   6 | 15 2 | 5 2 | 5 40 10 B 350,- 965-228 50,- 963-128 80,-
IFB 30K5DM 15 | 30   5 | 10   5 | 10 100 10 B 350,- 965-228 50,- 963-128 80,-
IFB 60K10DM 30 | 60 10 | 20 10 | 20 200 10 B 350,- 965-229 75,- 963-129 95,-
IFB 60K10DLM 30 | 60 10 | 20 10 | 20 200 16 C 410,- 965-229 75,- 963-129 95,-
IFB 150K20DM   60 | 150 20 | 50 20 | 50 400 16 C 410,- 965-229 75,- 963-129 95,-
IFB 150K20DLM   60 | 150 20 | 50 20 | 50 400 22 D 530,- 965-229 75,- 963-129 95,-
IFB 300K50DM 150 | 300   50 | 100   50 | 100 1000 22 D 530,- 965-229 75,- 963-129 95,-

Platform scales

STANDARD                    FACTORY        STANDARD          OPTION        FACTORY   

  

                                            
Model 
 
 KERN

Weighing range [Max] kg

Read- out [d] g

Verific. value [e] g

Minimum load [Min] g

Net weight approx. kg

Weighing plate 
 

Price excl. of VAT ex works €

Options
Verification DKD Calibr. Certificate

Note: For applications that require verification, please order verification at the same time, initial verification at a later date is not possible. Verification at the factory, we need to know the full address of the location of use.

For more information, please visit www.kern-sohn.com/en/IFB · Order hotline +49-(0)7433-9933-0

Platform scale KERN IFB

Robust and extremely affordable platform scale 
with EC-Type Approval [M]
Features

•	Industrial quality: because of its stable 
construction and robust design, it is ideal for 
continuous use in industrial applications

•	Benchtop stand incl. wall mount for  
display device as standard

•	Dynamic weighing: at the push of a button, 
a stable average weight is given when the 
environmental conditions are unstable or 
when weighing animals

•	Weighing with tolerance range (check-
weighing): Input of an upper/lower limit 
value. A visual and audible signal assists  

with portion division, dispensing or grading
•	Totalizing of weights

Technical data

•	Large backlit LCD display,  
digit height 52 mm

•	Dimensions of weighing plate  
(stainless steel) WxDxH
A  300x240x100 mm
B  400x300x128 mm
C  500x400x137 mm, see larger picture
D  650x500x142 mm

•	Cable length of display device approx. 1,5 m

•	Permissible ambient temperature  
-10°C / 40°C

Options

•	 Protective working cover over the  
display device standard, can be reordered, 
KERN KFB-A02, € 25,-

•	 1  Stand to elevate display device,
height of stand approx. 330 mm,  
KERN IFB-A01, € 40,-
height of stand approx. 600 mm, for  
models with weighing plate sizes C  and D , 
KERN IFB-A02, € 50,-

•	Rechargeable battery pack internal, 
operating time approx. 8 h, charging time 
approx. 12 h, must be ordered at purchase, 
KERN KFB-A01, € 30,-

•	Matrix needle printer,  
KERN 911-013, € 330,-

•	2  Thermal printer, KERN YKB-01N, € 240,-
•	3  Statistics printer, KERN YKS-01, € 390,-
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 KERN  €  KERN  €
DS 3K0.01S 3,1 0,01 – 0,02 ± 0,05 0,01 5,1 2 A 640,- – – 963-127 65,-
DS 5K0.05S 5,1 0,05 – 0,05 ± 0,15 0,05 5,1 2 A 560,- – – 963-128 80,-
DS 8K0.05 8,1 0,05 – 0,05 ± 0,15 0,05 7,5 2 B 550,- – – 963-128 80,-
DS 10K0.1S 10,1 0,1 – 0,1 ± 0,3 0,1 4,5 2 A 530,- – – 963-128 80,-
DS 16K0.1 16,1 0,1 – 0,1 ± 0,3 0,1 7,5 2 B 550,- – – 963-128 80,-
DS 20K0.1 20,1 0,1 – 0,1 ± 0,3 0,1 7,5 2 B 580,- – – 963-128 80,-
DS 30K0.1 30,1 0,1 – 0,1 ± 0,3 0,1 7,5 2 B 610,- – – 963-128 80,-
DS 30K0.1L 30,1 0,1 – 0,1 ± 0,3 0,1 9,5 0,7 C 700,- – – 963-128 80,-
DS 36K0.2 36,1 0,2 – 0,2 ± 0,6 0,2 7,5 2 B 550,- – – 963-128 80,-
DS 36K0.2L 36,1 0,2 – 0,2 ± 0,6 0,2 9,5 0,7 C 660,- – – 963-128 80,-
DS 60K0.2 60,1 0,2 – 0,2 ± 0,6 0,2 9,5 0,7 C 740,- – – 963-129 95,-
DS 65K0.5 65,1 0,5 – 0,5 ± 1,5 0,5 9,5 0,7 C 700,- – – 963-129 95,-
DS 100K0.5 101 0,5 – 0,5 ± 1,5 0,5 9,5 0,7 C 740,- – – 963-129 95,-
DS 150K1 151 1 – 1 ± 3 1 9,5 0,7 C 740,- – – 963-129 95,-

DS 15K0.1M 15 0,1 1 0,1 ± 0,3 0,1 7,5 2 B 750,- – – 963-128 80,-
DS 50K1TM 10|20|50 1|2|5 1|2|5 0,5|1|2,5 ± 0,5|± 1|± 2,5 1 9,5 0,7 C     790,- 950-128 50,- 963-128 80,-
DS 65K1M 65 1 10 1 ± 2 1 9,5 0,7 C     790,- 950-118 100,- 963-129 95,-
DS 150K1M 150 1 10 2 ± 3 1 9,5 0,7 C 890,- – – 963-129 95,-

Platform scales

STANDARD                            OPTION        STANDARD          OPTION        FACTORY   

   

      
 

                                            
only DS-M

  
Model 
 
 KERN

Weighing 
range [Max] kg

Readout 
 [d] g

Verification value [e] g

Repro- ducibility 
 g

Linearity 
 
 g

Min. piece weight [PW min] g/piece

Net weight approx. kg

Cable length approx. m

Weighing 
plate 

 

Price excl. of VAT ex works €

Options
Verification DKD Calibr. Certificate

Note: For applications that require verification, please order verification at the same time, initial verification at a later date is not possible. Verification at the factory, we need to know the full address of the location of use.

For more information, please visit www.kern-sohn.com/en/DS · Order hotline +49-(0)7433-9933-0

Platform scale KERN DS

Industrial scale with laboratory accuracy, 
also with EC-Type Approval [M]

Price reduction

Features

•	User guidance step by step through Yes/
No dialogue on the display

•	Numerical subtraction of tare weight for known 
container weight. Useful for checking fill-levels

•	Precise counting: The automatic optimisa-
tion of reference weight gradually improves 
the average value of the piece weight

•	Particularly wide range of applications: triple 

range balances KERN DS-TM. Details page 52

Technical data

•	Backlit LCD display, digit height 18 mm
•	Dimensions of weighing plate  

(stainless steel)
A  228x228x70 mm
B  308x318x75 mm, see larger picture
C  450x350x115 mm

•	Dimensions of display device WxDxH 
225x115x60 mm

•	Permissible ambient temperature 10°C / 40°C

Options

•	 Protective working cover over the  
display device, standard, can be reordered, 
KERN DE-A12, € 25,-

•	 1  Stand to elevate display device, height of 
stand approx. 480 mm, KERN DE-A10, € 70,-

•	Mount to fasten the display device to the 
platform, KERN DE-A11, € 30,-

•	Wall mount for display device, 
KERN DS-A02, € 30,-

•	Set for underfloor weighing, for  
models with weighing plate sizes B ,  
KERN DS-A01, € 200,-

•	Rechargeable battery pack external, 
operating time approx. 10 h, charging time 
approx. 10 h, KERN KS-A01, € 170,-

•	Rechargeable battery pack internal, 
operating time approx. 10 h, charging time 
approx. 10 h, KERN KB-A01N, € 45,-

•	Matrix needle printer, KERN 911-013, € 330,-
•	2  Thermal printer, KERN YKB-01N, € 240,-
•	3  Statistics printer, KERN YKS-01, € 390,-
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KERN ITB KERN ITS KERN ITT

KERN BTEP

KERN BTSP

KERN BTBP

KERN BTTP

Platform scales

Range of platform scales KERN ITx

Range of floor scales KERN BTxP

Premium Quality: Range of floor scales for high demands,
with EC-Type Approval [M]

Premium Quality: Range of platform scales for demanding 
weighing and counting applications, with protection against 
dust and water splashes to IP65

Of course, the KERN ITB/ITS/ITT range of robust platform scales is  
still available, only while stocks last. For information on all features,  
technical specifications, options and prices, please refer to our website!  

▸ www.kern-sohn.com/en/ITB .../ITS .../ITT

Of course the KERN BTEP/BTBP/BTSP/BTTP range of robust floor  
scales is still available, only while stocks last. For information on all 
features, technical specifications, options and prices, please refer to 
our website!

▸ www.kern-sohn.com/en/BTEP .../BTBP .../BTSP .../BTTP

STANDARD BTTP                              OPTION      FACTORY        STANDARD       OPTION      FACTORY   

STANDARD ITT                    OPTION      FACTORY          STANDARD        OPTION      FACTORY   

Order hotline +49-(0)7433-9933-0
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Platform scales For more information, please visit www.kern-sohn.com/en/IKT · Order hotline +49-(0)7433-9933-0

Platform scale KERN IKT

Touchscreen platform balance with enormous range of 
functions, now with EC-Type Approval [M]

Easy input of text and values using large 
keypad

40 memories for each mode, for checkweig-
hing, pre-tare, reference weight, target weight 
when dispensing, etc.

Weighing with tolerance range (checkweig-
hing): a visual and audible signal helps with 
portion division, dispensing or grading

Clear menu structure with the keys labelled 
with plain text

Modes
•	Weighing
•	Counting
•	Dispensing
•	Recipe weighing
•	Checkweighing
•	Totalizing with daily total
•	Percentage determination
•	Animal weighing
•	Surface and length weight

Functions
•	Capacity display
•	Dispensing assistance (subtractive, additive)
•	Net/Gross display, permanently on
•	Variable reference quantity
•	Automatic reference optimisation
•	Tare deduction numerical or from the 

memory unit
•	Input of item or batch description,  

operator etc.
•	Freely programmable weighing unit, e.g. 

display directly in special units such as 
length of wire g/m, paper weight g/m2,  
or similar

•	Date/time
•	Statistical function
•	GLP printout
•	Individual printout configuration
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 KERN  €  KERN  €

IKT 3K0.01S 3,1 0,01 0,02 ± 0,05 0,01 5,1 A 840,-  – – 963-127 65,-
IKT 8K0.05 8,1 0,05 0,05 ± 0,15 0,05 7,5 B 780,-  – – 963-128 80,-
IKT 10K0.1S 10,1 0,1 0,1 ± 0,3 0,1 5,1 A   780,- – – 963-128 80,-
IKT 16K0.1 16,1 0,1 0,1 ± 0,3 0,1 7,5 B 780,-  – – 963-128 80,-
IKT 30K0.1 30,1 0,1 0,2 ± 0,5 0,1 7,5 B 840,-  – – 963-128 80,-
IKT 30K0.1L 30,1 0,1 0,2 ± 0,3 0,1 9,5 C    950,- – – 963-128 80,-
IKT 36K0.2 36,1 0,2 0,2 ± 0,6 0,2 7,5 B 780,-  – – 963-128 80,-
IKT 36K0.2L 36,1 0,2 0,2 ± 0,6 0,2 9,5 C 890,-  – – 963-128 80,-
IKT 60K0.2L 60,1 0,2 0,4 ± 0,6 0,2 9,5 C 950,-  – – 963-129 95,-
IKT 65K0.5L 65,1 0,5 0,5 ± 1,5 0,5 9,5 C 890,-  – – 963-129 95,-
IKT 100K0.5L 101 0,5 0,5 ± 2 0,5 9,5 C 890,-  – – 963-129 95,-
IKT 150K1L 151 1 1 ± 3 1 9,5 C 890,-  – – 963-129 95,-

 
IKT 6K0.1      6,1 0,1 0,1 ± 0,3 0,1 7,5 B    690,- – – 963-128 80,-
IKT 12K0.2    12,1 0,2 0,2 ± 0,6 0,2 7,5 B    690,- – – 963-128 80,-
IKT 30K0.5    30,1 0,5 0,5 ± 1 0,5 7,5 B    690,- – – 963-128 80,-
IKT 60K1L     60,1 1 1 ± 2 1 9,5 C    790,- – – 963-129 95,-
IKT 120K2L   120,1 2 2 ± 4 2 9,5 C    810,- – – 963-129 95,-
IKT 150K2XL 151 2 2 ± 4 2 20 D    840,- – – 963-129 95,-
IKT 300K5XL 301 5 5 ± 10 5 20 D    840,- – – 963-129 95,-

IKT 6K1M       6 1 0,5 ± 0,5 1 7,5 B    850,- 950-128 50,- 963-128 80,-
IKT 12K2M    12 2 1 ± 1 2 7,5 B    850,- 950-128 50,- 963-128 80,-
IKT 30K5M    30 5 2,5 ± 2,5 5 7,5 B    850,- 950-128 50,- 963-128 80,-
IKT 60K10LM 60 10 5 ± 5 10 9,5 C    990,- 950-129 75,- 963-129 95,-
IKT 120K20LM 120 20 10 ± 10 20 9,5 C    990,- 950-129 75,- 963-129 95,-

Platform scales

STANDARD                            OPTION          STANDARD          OPTION        FACTORY   

  

                                                      
Model 
 
 KERN

Weighing range [Max] kg

Read- out [d] g

Repro- duci- bility g

Linea- rity 
 g

Min. piece weight [PW min] g/piece

Net weight approx. kg

Weighing plate 
 

Price excl. of VAT ex works €

Options
Verification DKD Calibr. Certificate

High-resolution display

Note: For applications that require verification, please order verification at the same time, initial verification at a later date is not possible. Verification at the factory, we need to know the full address of the location of use.

For more information, please visit www.kern-sohn.com/en/IKT · Order hotline +49-(0)7433-9933-0

Platform scale KERN IKT

Price reduction New model

Features

•	Maximum transparency: All function keys 
are labelled with plain text which ensures 
that they are easily understood. The menu 
tree overlay in the info bar allows you to see 
at a glance which function is currently in use

•	Intuitive menu structure which allows 
you to use the balance to the fullest of ist 
functions, without wasting time. This speeds 
up the workflow and therefore saves time 
and money

•	Convenient recipe weighing: 5 recipes 
each with 7 components can be stored in 
plain text

Technical data

•	Back-lit LCD graphic display with digit  
height 18 mm, screen diagonal 5.8‘‘  
(approx. 147 mm)

•	Dimensions of weighing plate  
(stainless steel):
A  228x228x70 mm
B  315x305x75 mm
C  450x350x115 mm, see larger picture
D  650x500x142 mm

•	Dimensions of display device  
WxDxH 200x155x68 mm

•	Cable length of display device for weighing 
plate size 
A , C , D  approx. 2 m
B  approx. 2 m

•	Permissible ambient temperature  
10°C / 40°C

Options

•	 Protective working cover over the  
display device, KERN IKT-A01, € 25,-

•	Rechargeable battery pack external,  
operating time approx. 10 h, charging  
time approx. 10 h, KERN KS-A01, € 170,-

•	Set for underfloor weighing, consisting of 
platform, handle and hook, only for models 
with weighing plate sizes B ,  
KERN DS-A01, € 200,-

•	 1  Matrix needle printer,  
KERN 911-013, € 330,-

•	2  Thermal printer, KERN YKB-01N, € 240,-
•	3  Statistics printer, KERN YKS-01, € 390,-

For additional information on the printers see 
page 124
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200 g 300 kg BOBP 300K200 750,– 99 2 ■ □
200 g 600 kg BFS 600K200S 1010,– 100 2 ■ ■ ■ □
200 g 600 kg BFB 600K200SM 1130,– 101 2 ■ ■ ■ □
200 g 600 kg NFB 600K200M 1290,– 104 2 ■ ■ ■ ■ □
200 g 600 kg UFB 600K200M 750,– 103 2 ■ ■ ■ ■ □
200 g 600 kg UFN 600K200IPM 1390,– 103 2 ■ ■ □ ■ ■ ■
500 g 750 kg BOBP 750K500 750,– 99 2 ■ ■ □
500 g 1,5 t BFS 1.5T0.5S 1010,– 100 2 ■ ■ ■ □
500 g 1,5 t BFB 1.5T0.5SM 1130,– 101 2 ■ ■ ■ □
500 g 1,5 t UFA 1.5T0.5 850,– 102 2 ■ ■ □
500 g 1,5 t UFB 1.5T0.5M 790,– 103 2 ■ ■ ■ ■ □
500 g 1,5 t UFN 1.5T0.5IPM 1490,– 103 2 ■ ■ □ ■ ■ ■
500 g 1,5 t NFB 1.5T0.5M 1290,– 104 2 ■ ■ ■ ■ □
500 g 1,5 t NFB 1.5T0.5LM 1390,– 104 2 ■ ■ ■ ■ □

1000 g 1,5 t BOBP 1.5T1 750,– 99 2 ■ □
1000 g 3 t BFS 3T1 1290,– 100 2 ■ ■ ■ □
1000 g 3 t BFB 3T1M 1290,– 101 2 ■ ■ ■ □
1000 g 3 t UFA 3T1 850,– 102 2 ■ ■ □

Floor, pallet and drive-through scales

KERN Model Page

BOBP Floor scale with the best price performance ratio 99

BFS Robust floor scale with piece-counting function 100

BFB  Robust and extremely affordable floor scale  
with EC-Type Approval [M] 101

 UFA  Weighing beams can be used for large loads in  
 many applications 102

UFB Robust pallet scale in two versions,   
UFN suitable with EC-Type Approval [M] 103

NFB Robust, industrial drive-through scale with two  
 integrated access ramps, suitable for verification [M] 104

 10  Floor, pallet and  
drive-through scales 

Robust assistant when weighing large loads

KERN offers a carefully coordinated range of affordable entry level mo-
dels, through to practical built-in solutions up to the top level verified 
models made of stainless steel. The common factor is the long-lasting 
industrial quality as well as the high level of protection against dust and 
water splashes.

The setup, startup, and possible calibration of floor, pallet, and drive-
through scales require specialized knowledge, which is the basis for a  
successful sale. Please ask for our „Floor scale info sheet“.

Read-out
 
 
d

Weighing 
range
 
Max

Model 
 
 
KERN

Price € 
excl. VAT
ex works

Page

ready for 
shipping For an explanation of the symbols, see the flap of the envelope

Quick-Finder  = Standard  = Option
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 KERN €
BOBP 300K200 300 200 200 400 750,- 963-129 95,-
BOBP 750K500 750 500 500 1000 750,- 963-130 150,-
BOBP 1.5T1 1500 1000 1000 2000      750,-  963-130 150,-

Floor, pallet and drive-through scales

STANDARD                    STANDARD          OPTION   

  

                              
Model 
 
 KERN

Weighing range 
 [Max] kg

Readout 
 [d] g

Repro- ducibility 
 g

Linearity 
 
 g

Price excl. of VAT ex works €

Option DKD Calibr. Certificate

For more information, please visit www.kern-sohn.com/en/BOBP · Order hotline +49-(0)7433-9933-0

Floor scale KERN BOBP

Floor scale with the best price performance ratio

Price reduction

Features

•	Simple and convenient 4-key operation
•	Weighing bridge with non-slip steel 

chequer plate, lacquered. Overall height  
of weighing bridge 90 mm, height-adjustable 
screw feet to level the platform

•	Wall mount for display device standard
•	Animal weighing program: When the animal 

moves during the weighing process, a stable 
average value is obtained by pressing the 
HOLD key. This value remains „frozen“ until 
the HOLD key is pressed again

•	UNITS: Further weighing units see the 
internet

Technical data

•	Large LCD display, digit height 25 mm
•	Dimensions of weighing plate  

WxDxH 1006x996x90 mm
•	Dimensions of display device  

WxDxH 210x110x45 mm
•	Cable length of display device approx. 6 m
•	Optional battery operation, 6 x 1.5 V AA not 

included. AUTO-OFF function to preserve the 
battery. Operating time approx. 60 h

•	Net weight approx. 50,5 kg
•	Permissible ambient temperature  

10°C / 35°C

Options

•	 1  Stand to elevate display device,  
height of stand approx. 950 mm,  
KERN MWS-A01, € 140,-

•	Ascending ramp including fixing board  
between weighing bridge and ascending 
ramp, WxDxH 996x507x87 mm, not inclu-
ded, KERN BOBP-A01, € 130,-

!  Dispatch complete on pallet. Please ask for 
dimensions, gross weight, shipping costs
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 KERN  €
BFS 600K200S 600 200 200 85 5 A 1010,-  963-130 150,-
BFS 600K200 600 200 200 135 5 B 1290,-  963-130 150,-
BFS 1.5T0.5S 1500 500 500 85 5 A 1010,-  963-130 150,-
BFS 1.5T0.5 1500 500 500 135 5 B 1290,-  963-130 150,-
BFS 3T1 3000 1000 1000 135 5 B 1290,-  963-132 400,-

Floor, pallet and drive-through scales

STANDARD                    FACTORY        STANDARD          OPTION   

  

                                     
Model 
 
 KERN

Weighing range [Max] kg

Read- out [d] g

Min. piece weight [PW min] g/piece

Net weight approx. kg

Cable length approx. m

Weighing plate 
 

Price excl. of VAT ex works €

Option DKD Calibr. Certificate

For more information, please visit www.kern-sohn.com/en/BFS · Order hotline +49-(0)7433-9933-0

Floor scale KERN BFS

Robust floor scale with piece-counting function

Price reduction

Features

•	Weighing bridge with non-slip steel chequer 
plate, lacquered. Overall height 80 mm

•	Easy access to the junction box from the top
•	Comfortable adjustment of the weighing 

bridge from above
•	Benchtop stand incl. wall mount for dis-

play device as standard
•	Precise counting: The manual optimisation 

of reference weight gradually improves the 
average value of the piece weight

•	Totalizing of counting operations
•	Weighing with tolerance range (check-

weighing): Input of an upper/lower limit 
value. A visual and audible signal assists with 
portion division, dispensing or grading

Technical data

•	Large backlit LCD displays,  
digit height 16,5 mm

•	Dimensions of weighing plate WxDxH
A  1000x1000x80 mm
B  1500x1250x80 mm

•	Dimensions of display device  
WxDxH 260x150x65 mm

•	Permissible ambient temperature 0°C / 40°C

Options

•	Protective working cover over the  
display device standard, can be reordered, 
KERN KFB-A02, € 25,-

•	 1  Stand to elevate display device, height of 
stand approx. 750 mm, similar to illustration, 
KERN BFS-A07, € 105,-

•	Ascending ramp, not included, for models 
with weighing plate sizes
A  WxD 1000x840 mm, KERN BFS-A01, € 195,-
B  WxD 1250x840 mm, KERN BFS-A02, € 230,-

•	Pair of base plates to fix the weighing 
bridge to the floor, KERN BFS-A06, € 60,-

•	2  Stable pit frame to install the weighing 
bridge so you can drive straight on,  
for models with weighing plate sizes
A  WxDxH 1090x1090x86 mm,  
KERN BFS-A03, € 155,-
B  WxDxH 1590x1340x86 mm,  
KERN BFS-A04, € 215,-

•	Rechargeable battery pack internal,  
operating time approx. 30 h, charging  
time approx. 12 h, KERN KFS-A01, € 35,-

•	Matrix needle printer,  
KERN 911-013, € 330,-

•	3  Thermal printer, KERN YKB-01N, € 240,-
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 KERN  €  KERN  €
BFB 600K200SM 600 200 200 4000 85 5 A 1130,- 965-230 120,- 963-130 150,-
BFB 600K200M 600 200 200 4000 135 5 B 1290,- 965-230 120,- 963-130 150,-
BFB 1.5T0.5SM 1500 500 500 10000 85 5 A 1130,- 965-230 120,- 963-130 150,-
BFB 1.5T0.5M 1500 500 500 10000 135 5 B 1290,- 965-230 120,- 963-130 150,-
BFB 3T1M 3000 1000 1000 20000 135 5 B 1290,- 965-232 400,- 963-132 400,-
BFB 3T1LM 3000 1000 1000 20000 160 5 C 1490,- 963-132 400,-

Floor, pallet and drive-through scales

STANDARD                      FACTORY        STANDARD          OPTION        FACTORY   

  

                                              
Model 
 
 KERN

Weighing range [Max] kg

Read- out [d] g

Verific. value [e] g

Minimum load [Min] g

Net weight approx. kg

Cable length approx. m

Weighing plate 
 

Price excl. of VAT ex works €

Options
Verification DKD Calibr. Certificate

on request
Note: For applications that require verification, please order verification at the same time, initial verification at a later date is not possible. Verification at the factory, we need to know the full address of the location of use.

For more information, please visit www.kern-sohn.com/en/BFB · Order hotline +49-(0)7433-9933-0

Floor scale KERN BFB

Robust and extremely affordable floor scale  
with EC-Type Approval [M]

Price reduction

Features

•	Weighing bridge with non-slip steel chequer 
plate, lacquered, overall height 80 mm

•	5  Load cell steel, silicone-coated, IP67 
protection

•	Easy access to the junction box from the top
•	Comfortable adjustment of the weighing 

bridge from above
•	Benchtop stand incl. wall mount for dis-

play device as standard
•	Dynamic weighing: at the push of a button, a sta-

ble average weight is given when the environmental 
conditions are unstable or when weighing animals

•	Totalizing of weights
•	Weighing with tolerance range (checkweig-

hing): Input of an upper/lower limit value. A 
visual and audible signal assists with portion 

division, dispensing or grading

Technical data

•	Large backlit LCD display,  
digit height 52 mm

•	Dimensions of weighing plate:
A  1000x1000x80 mm
B  1500x1250x80 mm
C  1500x1500x80 mm

•	Dimensions of display device  
WxDxH 250x160x58 mm

•	Permissible ambient temperature -10°C / 40°C

Options

•	 Protective working cover over the display device 
standard, can be reordered, KERN KFB-A02, € 25,-

•	 1  Stand to elevate display device, height of 
stand approx. 750 mm, similar to illustration, 
KERN BFS-A07, € 105,-

•	Pair of base plates to fix the weighing 
bridge to the floor, KERN BFS-A06, € 60,-

•	2  Stable pit frame to install the weighing 
bridge so you can drive straight on, for mo-
dels with weighing plate sizes
A  WxD 1085x1085 mm, KERN BFS-A03, € 155,-
B  WxD 1335x1585 mm, KERN BFS-A04, € 215,-
C  WxD 1585x1585 mm, KERN BFS-A08, € 250,-

•	Rechargeable battery pack internal, 
operating time approx. 8 h, charging time 
approx. 10 h, KERN KFB-A01, € 30,-

•	Ascending ramp, for models with weighing 
plate sizes
A  WxD 1000x50 mm, KERN BFS-A01, € 195,-
B  WxD 1250x50 mm, KERN BFS-A02, € 230,-
C  WxD 1500x750 mm, KERN BFS-A09, € 320,-

•	Matrix needle printer, KERN 911-013, € 330,-
•	3  Thermal printer, KERN YKB-01N, € 240,-
•	4  Statistics printer, KERN YKS-01, € 390,-
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 KERN  €
UFA 1.5T0.5 1500 500 500 ± 1000 850,- 963-130 150,-
UFA 3T1 3000 1000 1000 ± 2000 850,- 963-132 400,-

Floor, pallet and drive-through scales

STANDARD                        OPTION        STANDARD          OPTION   

  

                                         
Model 
 
 KERN

Weighing range 
 [Max] kg

Readout 
 [d] g

Repro- ducibility 
 g

Linearity 
 
 g

Price excl. of VAT ex works €

Option DKD Calibr. Certificate

For more information, please visit www.kern-sohn.com/en/UFA · Order hotline +49-(0)7433-9933-0

Weighing beams KERN UFA

Weighing beams can be used for large loads  
in many applications
Features

•	Ideal for weighing large, bulky or long items
•	High mobility: thanks to battery operation 

(optional) and compact, flat construction, it 
is suitable for use in several locations (pro-
duction, warehouse, dispatch department, ...)

•	Sturdy handles to transport the weighing 
beams

•	Weighing beams steel, lacquered, solid 
steel construction, extremely resistant to 
bending

•	 1  Load cells steel, silicone-coated
•	 Dynamic weighing: at the push of a button, 

a stable average weight is given when the 
environmental conditions are unstable

•	Weighing with tolerance range (check-
weighing): Input of an upper/lower limit 
value. A visual and audible signal assists  
with portion division, dispensing or grading

•	Totalizing of weights

•	Benchtop stand incl. wall mount for  
display device as standard

•	UNITS: Further weighing units see the 
internet

•	Weighing beams can also be delivered as 
components without the display device:
KERN KFA 1500V20, € 800,-
KERN KFA 3000V20, € 800,-
Additional information on page 108

Technical data

•	Large backlit LCD display,  
digit height 52 mm

•	Dimensions weighing beams WxDxH 
1200x120x100 mm

•	Dimensions of display device WxDxH 
250x160x58 mm

•	Cable length of display device approx. 5 m
•	Cable length weighing beams approx. 2,5 m
•	Net weight approx. 75 kg

•	Permissible ambient temperature  
-10°C / 40°C

Options

•	 Protective working cover over the  
display device standard, can be reordered, 
KERN KFB-A02, € 25,-

•	2  Stand to elevate display device,  
height of stand approx. 750 mm,  
KERN BFS-A07, € 105,-

•	Rechargeable battery pack internal,  
operating time approx. 8 h, charging  
time approx. 10 h, KERN KFB-A01, € 30,-

•	Matrix needle printer,  
KERN 911-013, € 330,-

•	Thermal printer, KERN YKB-01N, € 240,-
•	Statistics printer, KERN YKS-01, € 390,-
 
For additional information on the printers  
see page 124
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 KERN  €  KERN  €
UFB 600K200M 600 200 200 4 43   750,-  965-230 120,- 963-130 150,-
UFB 1.5T0.5M 1500 500 500 10 43   790,-  965-230 120,- 963-130 150,-

UFN 600K200IPM 600 200 200 4 46 1390,-  965-230 120,- 963-130 150,-
UFN 1.5T0.5IPM 1500 500 500 10 46 1490,- 965-230 120,- 963-130 150,-

Floor, pallet and drive-through scales

STANDARD                          FACTORY          STANDARD          OPTION        FACTORY   

  

  
only UFB

          
only UFN

                                        
Model 
 
 KERN

Weighing range [Max] kg

Read- out [d] g

Verific. value [e] g

Minimum load [Min] kg

Net weight approx. kg

Price excl. of VAT ex works €

Options
Verification DKD Calibr. Certificate

stainless steel

Note: For applications that require verification, please order verification at the same time, initial verification at a later date is not possible. Verification at the factory, we need to know the full address of the location of use.

For more information, please visit www.kern-sohn.com/en/ · Order hotline +49-(0)7433-9933-0

Pallet scales KERN UFB · UFN

Robust pallet scale made from painted steel and stainless 
steel, suitable with EC-Type Approval [M]

Price reduction

Features

•	High mobility: thanks to battery operation 
and compact, flat construction, it is suitable 
for use in several locations (production, 
warehouse, dispatch department,...)

•	2 rollers and handle for easy transport  
of the scale

•	Dynamic weighing: at the push of a button, 
a stable average weight is given when the 
environmental conditions are unstable or 
when weighing animals

•	Weighing with tolerance range (check-
weighing): Input of an upper/lower limit 
value. A visual and audible signal assists  
with portion division, dispensing or grading

•	Totalizing of weights
•	 1  Load cell steel, silicone-coated, IP67
•	Load support solid steel construction, 

extremely resistant to bending

UFB:
•	Display device KERN KFB-TM, details page 107
•	Weighing bridge, steel lacquered, IP67

UFN:
•	2  Display device KERN KFN-TM, stainless 

steel, IP67, details page 107
•	Weighing bridge stainless steel, IP67

Technical data

•	Large LCD display,  
digit height 52 mm

•	Cable length of display device approx. 5 m
•	Permissible ambient temperature  

-10°C / 40°C
•	Dimensions of display device WxDxH

UFB: 250x160x58 mm
UFN: 266x165x96 mm

3  UFN:
•	Rechargeable battery pack internal standard, 

operating time approx. 80 h, charging time 
approx. 10 h

•	 !  Dispatch complete on pallet. Please ask 
for dimensions, gross weight, shipping costs

Options

•	4  Stand to elevate display device, height of 
stand approx. 750 mm, similar to illustration, 
KERN BFS-A07, € 105,-

•	Matrix needle printer, KERN 911-013, € 330,-
•	5  Thermal printer, KERN YKB-01N, € 240,-
•	6  Statistics printer, KERN YKS-01, € 390,-

For additional information on the printers see 
page 124

UFB:
•	Protective working cover over the  

display device standard, can be reordered, 
KERN KFB-A02, € 25,-

•	7  Rechargeable battery pack internal, 
operating time approx. 35 h, charging time 
approx. 12 h, KERN KFB-A01, € 30,-

UFN:
•	8  Data interface RS 232 C, interface cable 

included, KERN KFN-A01, € 60,-
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 KERN  €  KERN  €
NFB 600K200M 600 200 200 4 131 A 1290,- 963-130 150,-
NFB 600K200LM 600 200 200 4 175 B 1390,- 963-130 150,-
NFB 1.5T0.5M 1500 500 500 10 131 A 1290,- 963-130 150,-
NFB 1.5T0.5LM 1500 500 500 10 175 B 1390,- 963-130 150,-

Floor, pallet and drive-through scales

STANDARD                          STANDARD          OPTION        FACTORY   

  

                                           
Model 
 
 KERN

Weighing range [Max] kg

Read- out [d] g

Verific. value [e] g

Minimum load [Min] kg

Net weight approx. kg

Weighing plate 
 

Price excl. of VAT ex works €

Options
Verification DKD Calibr. Certificate

5  on request
5  on request
5  on request
5  on request

For more information, please visit www.kern-sohn.com/en/NFB · Order hotline +49-(0)7433-9933-0

Drive-through scale KERN NFB

Robust, industrial drive-through scale with two integrated 
access ramps, suitable for verification [M]
Features

•	Robust drive-through scales for rapid weig-
hing of e.g. wire cage trolleys, shelf trolleys, 
container trolleys, storage trolleys, sack 
trucks, truck scales, mobile cages, refuse 
bins etc.

•	Extremely flat construction facilitate access: 
access height only 45 mm

•	Weighing bridge with non-slip steel 
chequer plate, lacquered, extremely  
resistant to bending

•	 1  4 Load cells steel, silicone-coated, IP67 
protection: high level of protection against 
dust and water. Ideal for harsh environmental 
conditions. Designed for temporary use in 
wet areas

•	Display device KERN KFB-TM, details see 
page 107

Technical data

•	Large LCD display,  
digit height 52 mm

•	Overall dimensions WxDxH
A  1600x1200x45 mm
B  1800x1400x45 mm

•	Drive-through width WxD
A  1000x1000 mm
B  1200x1200 mm

•	Dimensions of display device  
WxDxH 250x160x58 mm

•	Cable length of display device approx. 5 m
•	Permissible ambient temperature -10°C / 40°C

Options

•	Protective working cover over the  
display device standard, can be reordered, 
KERN KFB-A02, € 25,-

•	2  Stand to elevate display device,  
height of stand approx. 750 mm,  
KERN BFS-A07, € 105,-

•	Matrix needle printer,  
KERN 911-013, € 330,-

•	3  Thermal printer, KERN YKB-01N, € 240,-
•	4  Statistics printer, KERN YKS-01, € 390,-

For additional information on the printers  
see page 124
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 11  Display devices / 
Weighing bridges

Individuality is the trump card
Do you have any special requests, which are not covered by our exten-
sive balance range? Then why not configure your ideal model yourself, 
it‘s quick, individual and affordable.

It‘s your choice: 

•		Choose	 one	 of	 the	 many	 KERN	 weighing	 bridges,	 pallet	 scales	
or drive-through scales and combine these with one of the many  
KERN	display	devices

•	Combine	your	weighing	bridge	with	a	KERN	display	device
•	Combine	your	display	device	with	a	KERN	weighing	bridge

With KERN get your ideal balance verified too
To help you achieve a verified individual scale combination
KERN	offers	you	full	support,	such	as	for	example

•	Production	of	proof	of	compatibility
•	Support	in	preparing	for	verification
•		Issue	of	declaration	of	conformity	and	much	more	

Of course we can also offer you the complete service and put the  
required scale combination together for you, including verification. All 
further details can be found on the following pages or ask your personal 
customer service agent, he will be pleased to advise you.

Do	you	have	questions	about	KERN	industrial	
scales, display units, weighing bridges, or custom 
balance combinations ? 

KERN Model  Page

Individual scale combinations 106

Verification consultation 106

Display devices  

 KERN	KFS-T	 	 107

	 KERN	KFB-TM	 	 107

	 KERN	KFN-TM	 	 107

	 KERN	KFF-T	 	 107

Platforms, Weighing bridges 

	 Platform	KFP	V20	 	 108

	 U-Weighing	bridge	KFU	V20/V30	 108

	 Weighing	bridge	KFP	V20	 108

 Weighing	beams	KFA	V20	 108

Your KERN product specialist will be 
happy to help:

Stephan Ade
Product	specialist	Industrial	Scales
Phone	 +49-(0)	74	33-99	33-121	
Fax	 +49-(0)	74	33-99	33-29121
Mobile	+49-(0)	171-3	06	00	86
ade@kern-sohn.com
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KERN

930-101 115,–
930-102 165,–
930-103 225,–

965-240 45,–
950-127 45,–
950-128 50,–
950-129 75,–
950-130 120,–

963-128 80,–

KERN

180,–
150,–

930-101 115,–

445,–

965-240 45,–
950-128 50,–

540,–
963-128 80,–

Display devices/Weighing bridges For	more	information,	please	visit www.kern-sohn.com · Order	hotline	+49-(0)7433-9933-0

For further combinations in the KERN 
product range, please ask for details.

KERN	Components

Components	for	individual	scale	combinations

Services 
(Assembly of platform and  
display device)

Price €
excl.	of	VAT,	

ex works
KERN	Platform,	see	page	108
KERN	Display	devices,	see	page	107
Assembly to complete scale
Weighing ranges max ≤ 150 kg
Weighing ranges max > 150 – 600 kg
Weighing ranges max > 600 kg
Complete scale	(not	verified)
Add. price for verification ex works
Proof	of	compatibility
Weighing ranges max ≤ 5 kg
Weighing ranges max > 5 kg –50 kg
Weighing	ranges	max	>	50	kg	–350	kg
Weighing	ranges	max	>	350	kg–1500	kg
Complete scale	(verified)
DKD	calibration,	see	page	148

Order example 
(Platform	KFP 30V20M and  
display device KFB-TM)

Price €
excl.	of	VAT,	

ex works
 1  KERN	Platform	KFP 30V20M
2  KERN	Display	device	KFB-TM
3  Assembly to complete scale
Weighing ranges max ≤ 150 kg

Complete scale	(not	verified)
Add. price for verification ex works
4 	Proof	of	compatibility
5  Verification	ex	works	KERN

Complete scale	(verified)
6  DKD	calibration

For this procedure KERN offers the following support:

•	4  Proof of compatibility: We will confirm whether combinations of  
 weighing modules such as display devices, load cells and connec- 
 ting elements are appropriate for verification. We would be pleased  
 to carry this out for you.
•	Eligibility for initial verification by the manufacturer: 
 We will support you in preparing for verification and issue of the  
 declaration of conformity.

Verification	consultation	service	for	individual	scale	combinations

Information for specialist balance companies:

If display devices (terminals) with EC-Type approval and weighing 
bridges (e.g. pallet scales, floor scales or drive-through scales) with 
EC-Type approval are combined as a complete unit, then this weighing 
system can be verified as a class III commercial scale.  
 

Pallet	scales	 Floor	scales	 Drive-through	scales

STANDARDFACTORY

You select the KERN-components,
KERN will look after the rest:

•�� 1  Platforms KERN KFU, KFA   
(see	page108)

•		2  Display devices KF…-T  
(see	page	107)

  • 3  Assembly of a complete scale
• 4 	Proof	of	compatibility	for	 
 on-site verification
 • 5 	Verification	at	the	factory
• 6 	DKD	calibration
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3  KERN KFN-TM 4  KERN KFF-T 1  KERN KFS-T 2  KERN KFB-TM

                       


                                  
 1  KFS-T 2  KFB-TM 3  KFN-TM 4  KFF-T 

87	-	1600	Ω

€ 130,– € 150,– € 220,– € 390,–

Display devices/Weighing bridgesFor	more	information,	please	visit www.kern-sohn.com · Order	hotline	+49-(0)7433-9933-0

KERN	display	devices	for	many	platforms	–	innovative	technology	
to construct your own weighing system. They can be combined, for 
example,	with	all	platforms	on	page	108	

NOTE:	If	display	devices	and	platforms	(weighing	bridges)	with	EC-Type	Approval	(M)	
are	combined	into	a	complete	unit,	this	weighing	system	can	be	verified	in	the	EU	as	a	
class	lll	commercial	scale.	For	further	details	see	page	105.

Display	devices	KERN	

READY FOR SHIPPINGWARRANTY

Features			 Model	KERN			

Characteristics Professional	display	 
with three segments

Large digits, easy to read Stainless	steel	protected	to	
IP67

Wireless connection
to weighing platform

Display (segments) 6 digits 5	+	½	digits 5	+	½	digits 6 digits
EC-Type approval - yes yes -
Resolution verifiable - 6.000 e 6.000 e -
Resolution non verifiable 30.000	|	60.000	d 30.000	d 30.000	d 30.000	d
Weighing ranges 1 ≤	2 ≤	2 ≤	2
Weighing units kg kg kg g, kg, lb, oz, tJ, hJ
Graduations 1,	2,	5,	…10,	n 1,	2,	5,	…10,	n 1,	2,	5,	…10,	n 1,	2,	5,	…10,	n
Piece counting with reference n - - -

Display, digit height backlit	LCD	display,
13/16	mm

backlit	LCD	display,
52	mm

backlit	LCD	display,
52	mm

backlit	LCD	display,
22	mm

Additional functions Totalizing  
and %-function

Totalizing and
HOLD-Function

Totalizing and
HOLD-Function

Totalizing,
HOLD-Function,
date and time

WSG load cells

Linearisation 5 points - - 3	points
Input voltage 12	V/500	mA 12	V/500	mA 12	V/500	mA 12	V/500	mA
Permissible ambient  
temperature

0°...	-	40°	C 0°...	-	40°	C	(not	verified)	 
-10°...	-	40°	C	(verified)

0°...	-	40°	C	(not	verified)	 
-10°...	-	40°	C	(verified)

0°...	-	40°	C

Interface RS 232 C yes yes KFN-A01, € 60,– yes
Column BFS-A07, € 105,– BFS-A07, € 105,– BFS-A07, € 105,– -
Benchtop stand for display device incl. incl. incl. incl.
Wall mount incl. incl. incl. -
Rechargeable battery pack KFS-A01, € 35,– KFB-A01, € 30,– standard standard	(2	pcs.)
Operating/charging time approx.	40	h	/	12	h approx.	35	h	/	12	h approx.	50	h	/	12	h approx.	35	h	/	12	h
Dimensions Housing WxDxH 260x150x65	mm 250x160x58	mm 266x165x96	mm 250x180x105	mm
Net weight 1,5 kg 1,5 kg 2	kg 2,5	kg

Price €  
excl.	VAT,	ex works

STANDARD

OPTION

STANDARD

OPTION

STANDARD

STANDARD

STANDARD

STANDARD OPTION
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3  KERN KFP V20 4  KERN KFA V20 1  KERN KFP V20 2  KERN KFU V20/V30

Modell   

KERN     

KFP 6V20M 6 2 2 40 1 2 3,7 230x230x100 140,–
KFP 6V20LM 6 2 2 40 2 2 4,6 300x240x100 160,–
KFP 15V20M 15 5 5 100 2 2 4,6 300x240x100 160,–
KFP 30V20M 30 10 10 200 10 2 9,7 400x300x128 180,–
KFP 60V20M 60 20 20 400 35 2 9,7 400x300x128 180,–
KFP 60V20LM 60 20 20 400 30 2 14,25 500x400x137 210,–
KFP 150V20M 150 50 50 1000 90 2 14,25 500x400x137 210,–
KFP 150V20LM       150 50 50 1000 136 2 20,75 650x500x142 380,–
KFP 300V20M 300 100 100 2000 186 2 20,75 650x500x115 380,–

KFU 600V20M 600 200 200 4000 120 5 41 900x1300x90      700,– 
KFU 1500V20M 1500 500 500 10000 300 5 41 900x1300x90      740,– 

KFU 600V30M 600 200 200 4000 120 5 42 900x1300x90 1340,–
KFU 1500V30M 1500 500 500 10000 300 5 42 900x1300x90 1440,–

KFP 600V20SM 600 200 200 4000 120 5 105 1000x1000x80 990,–
KFP 600V20M 600 200 200 4000 120 5 175 1500x1250x80 1240,–
KFP 1500V20SM 1500 500 500 10000 300 5 105 1000x1000x80 990,–
KFP 1500V20M 1500 500 500 10000 300 5 175 1500x1250x80 1240,–
KFP 3000V20M 3000 1000 1000 20000 500 5 175 1500x1250x80 1240,–

KFA 1500V20  1500 500 - - 300 5 75 2	x	1200x120x100 800,–
KFA 3000V20  3000 1000 - - 300 5 75 2	x	1200x120x100 800,–

Display devices/Weighing bridges For	more	information,	please	visit www.kern-sohn.com · Order	hotline	+49-(0)7433-9933-0

Model Weighing 
range 
[Max]

kg

Read-
out 
[d] 
g

Verific.	 
value 
[e] 
g

Min.
load 
[Min]

g

Add.
preload 

 
kg

Cable 
length 
approx

m

Net 
weight
approx. 

kg

Weighing plate
 

WxDxH 
mm

Price 
without	VAT, 

ex works
€

 1  Platform KERN KFP V20

2  U-shaped weighing bridge KERN KFU

Stainless steel

3  Weighing bridge KERN KFP V20

4  Weighing beams KERN KFA

Platforms	KERN	KFP	·	KFU	·	KFA

Can	be	used	in	any	combination,	e.g.	with	all	display	devices	on	page	107

STANDARDSTANDARD STANDARD STANDARDOPTIONOPTION OPTION

Weighing	beams	KERN	KFA	V20
•	4 Load cells, stainless steel, 

silicone-coated, IP67
•	Weighing plate and Painted 

steel base
•	Foot screws to level the  

weighing beams precisely
•	Accessories	page	102	 
(UFA)

Platform	KERN	KFP	V20
•	1 Load cell, aluminium, 

silicone-coated, IP65
•	Stainless steel-weighing 

plate. Painted steel base
•	Level indicator and foot 

screws to level the balance 
precisely, fitted as standard,  
to give the most accurate  
weighing results

•	OIML-approved load cell, 
class III,	3000	e

Weighing	bridge	KERN	KFP	V20
•	4 Load cells, steel,  

silicone-coated, IP67
•	Weighing bridge with  

non-slip steel chequer plate, 
lacquered, extremely resistant 
to bending. Painted steel base

•	Can	be	built	in	using	pit	frames	
(optional)

•	OIML-approved load cell, 
class III,	3000	e

•	Accessories page 100  
(KERN	BFS),	101	(KERN	BFB)

U-shaped weighing bridge  
KERN	KFU
•	4 Load cell, steel,  

silicone-coated, IP67
•	Load area steel lacquered 

(V20), stainless steel (V30)
•	2 rollers and handle for easy 

transport of the scale
•	OIML-approved load cell,  

class III,	3000	e

Price	reduction New	model




